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SUMMARY

Practices for casting 25-inch and 35-inch diameter 7050
ingots were developed in the laboratory; then the technology was
modified so that ingots could be cast under commercial conditions.
An important factor in producing sound ingot was attaining an
ingot surface equilibrium temperature between 410°F and 440°F
during casting. If the equilibrium temperature was much below
410°F, the stresses induced during solidification cracked the ingot
violently. If, on the other hand, the equilibrium temperature was
much above 440°F, either the ingots cracked Lecause the center was
still very weak or the center was unacceptably porous. Proper
control was achieved by careful positioning of the device to remove
ingot cooling water below the mold (wiper). Preventing cracking
before the ingot initially reached the wiper was also very important.
Close attention to starting casting rate and to bottom block cooling
was required to prevent cracking during the start-up.

Effects of extrusion temperature of heavy sections and of
extrusion temperature, extrusion ratio, and width/thicknessratio of
lighter sections were evaluated. Extrusion temperature within
the range possible in the fabrication of wide, heavy shapes had no
effect on structure or properties. For smaller sections, high
extrusion temperatures, high extrusion ratios, and low width/thickness
ratios favored more attractive combinations of strength, notch
toughness, and resistances to stress-corrosion cracking and

exfoliation corrosion.
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Second~step aging conditions were established to produce
7050 extrusions *aving either high resistance to exfoliation cor-
rosion with resistance to stress-corrosion cracking substantially
better than that of 7075-1651X (7050-T7651X) or a resistance to
stress-corrosion cracking conparable to that of 7075-T7351X
(7050-T7351X). Treatments of 8 and 12 hours at 350°F, or their
equivalent, are recommended for 7050-T7651X and 7050-77351X,
respectively.

To provide material for determinaticn of mechanical and
corrosion characteristics, twenty extrusions were fabricated from
25-inch and 35-inch diameter ingots in three phases: (1) five
7050-T7351X extrusions (two aircraft sections and three rectangles)
from a 2l-inch diameter extrusion cylinder, (2) five 7050-T7351X
and five 7050-T7651X aircraft sections from 25-inch and 29-inch
diameter extrusion cylinders, (3) five additional 7050-T7351X
panels for a possible CSA wing retrofit from a 29-inch diameter
cylinder.

The extrusions were subjected to a variety of tests.
Tensile, compressive, shear, bearing, stress-strain, and modulus of
elasticity tests were performed, and ratios of the various properties
to the tensile ultimate and yield strengths were calculated. The
results indicated that temper, thickness, and extrusion size had
an effect on the value of the ratios. Plane strain fracture tough-
ness tests indicated that the 7050 extrusions developed a combination
of strength and toughness that was superior to that of commercially

established alloy extrusions. Accelerated corrosion tests predicted
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that both 7050-T7651X and 7050-T7351X extrusions will be highly
resistant to exfoliation corrosion in natural environments. Ac-
celerated stress-corrosion tests indicated that 7050-T7651X
extrusions with strength levels approaching those of 7075-T651X in
thin sections and exceeding them in thick sections develop
zppreciably higher resistance to stress-corrosion cracking. Thick
sections of 7050-T7351X develop a resistance to stress-corrosion
cracking similar to that of 7075-T7351X and have higher strength.
Wide sections with a cross-sectional area greater than about 61 in.?2
may have a slightly lower resistance to stress-corrosion cracking
than when the cross-sectional area is less than about 43 in.2,
Fatigue test performances of smooth and notched specimens and

rates of fatigue crack growth for 7050-T7651X and T7351X extrusions

were comparable to the performances of previously tested 7050~

T7651X extrusions.
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I. INTRODUCTION

Alloy 7050 is a recently introduced Al-Zn-Mg-Cu-2r
alloy developed at Alcoa Lakoratories under partial sponscrship
of the Air Force Materials Lakoratory! and the Naval Air Systems
Comnand.2-* 1t provides significantly improved combinations of

strength, resistance to exfoliation corrosion and stress-corrosion

cracking, and fracture toughness compared to ccmmercially estaklished

alloys.

Because of the favorakle characteristics of 7050, design
properties for use in MIL-HDBK-5 and fracture toughness, fatigue,
and corrosion characteristics have been determined for plate,
sheet, forgings, and 7050-T7651X extrusions made from ingots up to
22 inches in diameter.® Data for 7050-T7651X extrusions made from
25 to 35-inch diameter ingot, such as are required fcr sections of
aircraft such as the Cl130, C5A, and Bl, however, are needed to
make the MIL-HDBK-5 compilation complete. Moreover, an extremely
high resistance tc stress-corrosion cracking such as exhibited by
7075-T7351X is needed in applications where high stress is vnavoid-
able in sections having exposed end grair structure and where the
low strength of 7075-T7351X extrusions is unacceptable. A T7351X
temper for 7056 extrusions would fill this need.

The objectives of this investigation were to (1) develop
casting processes for 25 and 35-inch diameter ingot; (2) evaluate
effects of fakricating variables and section geometry on prorerties
of extrusions; (3) develop aging practiceg to provide (a) strength

comparable to that of 7C75-T6 with high resistance to exfoliation



corrosion and improved resistance to stress-corrosion crackinc and
(b) resistance to stress-corrosion cracking comparable to that of
7075-T73 with higher strength; (4) produce extrusions and determine
MIL-HDBK-5 design mechanical properties and the fracture, fatique,
and corrosion characteristics; and (5) prepare preliminary material
and process specifications, quality control, and acceptance criteria.
All cbjectives were met. The data established that 7050
extrusions develop combinations of properties desired by the
aerospace industry that are more attractive than the properties

of extrusions of commercially estallished alloys.

II. ESTABLISH MANUFACTURING METHODS

1. Ingot Casting

a. Background and Objective

The two major problems in casting large diameter ingot
ir. high-strength alloys like 7050 are cracking and center porosity.
The initial part of our work concentrated on developing a casting
procedure tc produce 25-inch diameter 7050 alloy ingot. The Alcoa
level-pour casting method was selected for this work because of its
known capability to produce high-quality ingot suitable for air-
craft structures. Limited casting of this alloy pricr to the
contract indicated that elimination of ingot cracking would present
the‘major challenge. Minimizing center porosity requires fine
tuning of several production parameters and a clear understanding
cf the cracking characteristics c¢f 7050 alloy since there is a

defirite interacticr. between these two critical ingot characteristics.



The casting conditions that define the depth and shape
of the molten metal pool are the major factors one can use to
minimize center porosity and eliminate cracking. Included in the
casting parameters that can have a pronounced influeqﬁe are:
initial casting rate, bottom block material and coolinc, rurnning
casting rate, metal temperature, rate of heat removal in the mold,

rate of heat extraction kelow the mold, and duratior of water cooling

below the mold. -

.

b. 25-Inch Diameter Casting Trials - Laboratory

A special Alcoa level-pour mcld (Figure 1) was fabricated
to provide maximum control of the water application to the mold and
the ingot. Likewise, water-cooléd aluminur and steel bottom blocks
(Figure 2) were fabricated for use with this tooling. Metal was
melted in a 10,000-1b capacity copen-hearth furnace. Charge com-
ponents were primary aluminum and alloying elements. The 7050 alloy
melt passed through an Alcoa 181 process* unit (Figure 3) in the
transfer system enroute to the mold. This equipment filtered out
inclusions and degassed (removed hydrogen from) the molten metal.
The metal was then cast in the level-pour mold. The cooling water
was completely removed from the ingot several inches below the
bottom of the mold with a wiper.

Due to the large numker of casting parameters associated
with this type of ingot casting, certain items were held constant

during the trials while other more critical parameters were varied

¥U.S. Patent 3,039,864



deliberately. The casting rate, water cooling rate, length of the
ingot-cooling zone, bottom Lklock raterial, and starting casting
were treated as variables in these tests.

Both aluminum and steel water-cooled starting blocks were
erployed. Due to'the improved bottom cooling asscciated with an
aluminum block, there were indications that higher starting casting
rates could be used withcut encountering butt cracks. Ultimately,
it was denonstrated that crack-free ingot could be produced with
either bottom block provided the starting casting rate was adjusted
to match the particular block material used.

The starting casting rate was a crucial variable because
it, along with several other variables, determined the rate of
heat removal from the ingot butt before the ingot reached the
wiper. It became apparent early in this work that butt cracking
must be avoided because such cracks gene;ally propagated the full
length of the ingot. It‘Qés important that the ingot reach thewiper
in a crack-free condition and that the hot core then reheat the surface to
a desirable equilibrium temperature (410 to 440°F). The combined
influernce of bottom block material and cococling, starting casting
rate and duration, length of the ingot ccoling zone, and the running
casting rate basically determined whether the ingot hot cracked
before reaching the wiper, cold cracked before or after reaching
the wiper, or was crack-free. By adjusting these variables and
determining the condition of the ingot (crack-free or cracked) as

well as the equilibrium reheat temperature, it was possikle to zero

in on the optimum practice. However, with 7050 alloy this proved

e i as e



to be an extremely difficult task because it was not easy to tell
the difference between hot and cold cracks since both types generated
loud audible sounds. As a result, ultrasonic techniques were
employed early in each drop to determine the soundness of the butt
as soon as it emerged below the wiper. This inspection method
became an invaluable tool in the development of the crack-free
casting practice.

The cooling rate was cetermined by the amount of mold
cooling, the amount of ingot cooling, and the distance that the
water was allowed to run on the ingot. Mold cooling was
set at maximum because it is desirable to develop a thick ingot
shell while the ingot is in contact with the mold. Once the
ingot shrinks away from the mold the effectiveness of the mold
cooling is very limited. 1Ingot cooling was adjusted to provide
a good water patterrn on the ingot and still permit complete
removal of the water by the three-inch deep wiper pan. With
these basic water limitations, the locaticn of the wiper below
the mold was adjusted to bring the equilibrium reheat temperature
into the desired temperature range.

The proper use of wiper technology cannot be overemphasized.
Choosing the proper location below the mold for water removal has
a tremendous impact on the overall ingot quality. A wiper that is
positioned too high creates a porous ingot center, and if it is
positioned too low the ingot cracks due to excessive residual stresses
during cooling. No leakage of water through the wiper can be

tolerated with 7050 alloy.



As mentioned previously, the starting casting rate was
set to insure that the ingot reached the wiper crack-free. The
running casting rate was adjusted to generate an acceptable
surface and minimize freezing in the insulating header of the mold.
Acceptable surfaces could be obtained with only a limited range
in casting rate, so, therefore, it was possible to have only a
minor impact on reheat temperature with casting rate. For our
purposes an acceptable surface was cdefined as a surface smooth
enough to permit complete removal of the incot water with a
rubber wiper.

Experiments were conducted in the laboratory to explore
the acceptable range for each of the major variables described
above. This work produced crack-free ingot and the recommended
casting procedure for plant trial was as follows:

MOLD - Special Alcoa level-pour

BOTTOM BLOCK - Water-cooled aluminum

METAL TEMPERATURE - 1280-1320°F

START CASTING RATE - 1.00 ipm

RUNNING CASTING RATE - 0.85 ipm

MOLD COOLING - 60 gpm

INGOT COOLING - 80 gpm

WIPER DISTANCE -~ 5.75 inches

DURATION OF BOTTOM BLOCK COOLING - 8 minutes

This practice produced ingot with a fine, equiaxeé grain
size (ASTM macrograin size M 12.5 to M 11.5) (Figure 4), The dendrite

arm spacing was relatively fine and uniform (0.0019-in. surface to



0.0021-in. center) for an ingot of this size. The ingot was sound
except for a few small pores (1 void/sq in. surface to 21 voids/sq
in. midradius) as determined by dye penetrant inspection techniques.
All of the voids were less than 30 microns in diameter.

c. 25-Inch Diameter Casting Trials - Plant

The tooling used in the 25-inch diameter casting trials
at the laboratory was transferred to Lafayette Works and installed
at a ladle casting station. The initial tria' with the casting
practice developed in the laboratory was unsuccessful due to an
excessive amount of butt cracking., This problem was attributed
to differences between the laboratory and plant water quench-
abilities and water supply systems. To compensate, it was necessary
to adjust the cooling conditions associated with the start. The
following items were changed from the recommended laboratory
practice:

BOTTOM BLOCK MATERIAL - Aluminum to steel

START CASTING RATE - 1.00 to 1.05 ipm

MOLD COOLING - 60 to 44 gpm

A number of ingots were cast using the revised practice.
Most of these ingots contained short butt cracks which are of
little consequence because the defective portion was ccnfined to
the normal ené crop. Details of the casting trials that success-
fully completed the work on 25-inch diameter 7050 allcy ingot are
tabulated in Table 1.

d. 35-Inch Diameter Casting Trials - Laboratory

The work with the 25-inch diameter 705C alloy ingot pro-

vided a foundaticn for our 35-inch diameter work. A special Alcoa



level-pour mold (Figure 1) and a water-cooled steel bottom block
(Figure 2) were fabricated and installed for use in a setup
identical to the one used for the 25-inch diameter laboratory
tests. The same basic philosophy for develoring a casting practice
used with the 25-inch diameter ingot was employed, namely, the
most influential casting variables were varied and the other items
were held as constant as possible. The items varied were: metal
feed rate,’start castirg rate, duration of start casting rate,
duration of bottom block cooling, wiper distance, and running
casting rate.

This larger ingot size initially generated more violent cracks but
ultimately crack-free ingot was produced. A tabulation of the
successful laboratory casts of 35-inch diameter 7050 alloy ingot
is shown in Table 2. The recommended casting procedure for plant
trials was as follows:

MOLD - Special Alcoa level pour

BOTTOM BLOCK - Water-cooled steel

METAL TEMPERATURE - 1265-1295°F

START CASTING RATE - 0.90 ipm for 7.8 minutes

RUNNING CASTING RATE - 0.65 ipm

MOLD COOLING - 50 gpm

INGOT COOLING - 120 gpm

WIPER DISTANCE - 7 inches

DURATION OF BOTTOM-BLOCK COOLING - 16.5 minutes

MOLD FILL - 3 minutes



e. 35-Inch Diameter Casting Trials - Plant

The tooling used for the laboratory casting trials was
transferred to Alcoa's Lafayette Works and installed on a ladle
pour casting unit. After some minor adjustments, five crack-free
ingots were cast as shown in Table 3. The need for the adjustments
was again attributed to the differences between the laboratory and
plant water quenchabilities and water supply systems. Items
altered from the successful laboratory practice were:

WIPER DISTANCE - 7 inches to 8 inches

RUN CASTING RATE - 0.65 to 0.61 ipm

DURATION OF BOTTOM-BLOCK COOLING - 16.5 to 15 minutes

At this point the experimental work was considered com-
plete. However, when we were called upon to produce additional
35-inch diameter ingot for fabrication of extrusions, we were unable
to cast a crack-free ingot. During this period, 38 consecutive
cracked ingot with a weight of approximately 200,000 1lb were cast.
As a result, a contract extension was negotiated to provide the
time and funding to fulfill the contract requirements.

Casting trials performed on 25 and 30-inch diameter 7050
alloy ingot using development funds provided by the Aluminum Company
of America resulted in the formulation of a2 new concept for casting
large diameter 7050 alloy ingot. Due to the success with these
smaller diameter ingot, a completely new practice was developed
for 35-inch diameter ingot. Most of the production parameters were
extrapolated from the practices for the smaller size ingots, and
successful practices were developed. These practices are discussed

in detail in the section "Produce Extrusions," page 27.



2. Processing

a.__Fabricating

Effects of fabricating practice were examined in two
subprograms. In one, the object was to determine the effects of
modifying the extrusion temperature within the limits possible in
extruding heavy sections of strong alloys. In the other subprogram,
the obiect was tc determine, for lighter sections, the effects of
extrusion temperature, extrusion ratio, product aspect ratio
(width:thickness), test specimen location (front or rear of the
extrusion), and aging conditions.

(1) Heavier Sections

Two laboratory cast 25-inch diameter 7050 ingots (Table 4)
were extruded on the 14,000-ton extrusion press at Alcoa's Lafayette
Works. The ingots were preheated by a two-step practice consisting
of 4 hours at 890°F followed by 36 hours at 900°F. The unscalped
ingots were extruded irnto Alcoa section 263902 (Figure 5) at
either 800 or 750°F. Cylinder temperature was 750°F. The extrusions
were solution heat treated 1 hour at 900°F in a production furnace,
then immersion quenched into a tank kelow the furnace containirng
water at 80°F maximum temperature. The sclution heat treated
extrusions were subsequently stretched between 1 and 2% on a
3,000,000-1k stretcher, then aced four days at room temperature plus
24 hours at 240-255°F followed by an aging step at a furnace setting
of 32L°F. About 4-2/3 hours after the load couple reached 310°F,
the far. belt on one of the air circulating fans in the age oven

brcke, so the load was pulled while the fan belt was being replaced.
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The load was subsequently returned to the oven and soak time was
counted when the load couple reached 310°F. The metal was at or
above 310°F for 15 hours.

Twenty 4~-foot lengths of the extrusions were ultrasonically
inspected per MIL-I-8950 Class A, and all pieces except two were
acceptable.

Structural examinations of the extrusions revealed no
significant effect of extrusion temperature. Macrostructures
(Figure 6) and microstructures (Figures 7a-7d) were comparable,
and X-ray diffraction revealed only insignificant differences in
the degree of recrystallization at the midplane. The fine-grained
structure immediately below the ceoarse-grained, recrystallized
structure at the surface of the rear of the extrusions is unususl.
Generally, in high-strength aluminur alloys, the structure im-
mediately below the recrystallized skin is similar to the structure
near the midplane. The fine-grained structure at the rear of the
extrusions extended into the thickness for about .05 inch to .06
inch; below this, for abcut .06 inch to .08 inch, the structure
resembled that at the front of the extrusion immediately below the
coarse layer. Additional work, not within the scope of this contract,
would be required to determine effects of this fine-yrained structure
on properties.

Tensile and notch-tensile (Figure 8) tests of specimens
from the front and rear of the extrusions (Table 5) indicate that
the difference in extrusion temperature had no effect on either

tensile properties or notch toughness.
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Lengths of these extrusions were aged for additional
times at 325°F in the laboratory to determine whether extrusion
temperature affected the combinations of strength and corrosion
resistance that can be developed in 7050 extrusions fabricated
frcm large ingot. To determine resistance to exfoliation cor-
rosion, panels machined to expose either the midplane (T/2) or
a plane 10% below the extruded surface (T/10) were exposed to the
EXCO test (ASTM G24-72).

Extrusion temperatures within the limits examined had no
effect on the combination of strencth and corrosion characteristics
developed (Table 6). All panels from extrusions aged to longi-
tudinal yield strengths of 79 ksi or less developed arn E~-A level
of resistance to exfoliation corrosion. Correlations with lengthy
ocutdoor exposures in a seacoast environment predict that 7XXX alloy
products receiving a rating of P or E-A and possibly E-B after a
time period of 48 hours in the EXCO test will be free from exfolia-
ticr in outdoor service while material receiving an E-C or E-D
rating will exfoliate.

To determine resistance to stresslcorrosion cracking,
1/8-inch diameter short-transverse tension specimens were stressed
between 25 and 45 ksi and exposed to 3.5% NaCl by alternate immersion
according to Federal Test Standard 151lb, Method 823. The standard
exposure time in this predictive test has been 30 days, but a 20-day
exposure period is now recommended for 7XXX alloys containing Cu
(ASTM G47-76). Longer exposure times can lead to spurious failures

that are not caused by intergranular stress-corrosion cracking.
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Extrusion temperature had no effect on the combination
of strength and resistance to stress-corrosion cracking developed
in these extrusions (Table 6). Short-transverse specimens from
extrusions aged tec lcngitudinal yield strengths less than 75 ksi
passed the recommended 20-day test period at a stress of 25 ksi, but
all lots failed the 30-day SCC test (3.5% NaCl alternate
immersion) when stressed at 25 ksi and higher stresses.

Supplemental tests were performed to determine the re-
sistance to stress-corrosion cracking of some of these extrusions
at 20 ksi. Selected samples were retested at 25 ksi. Statisti-
cally significant differences were noted Letween the initial and
supplemental test results for three of the four sections tested
(Table 7). However, specimens from all but one section again failed
the 30-day SCC test when stressed at 25 ksi, thereby confirming
the initial test results. At the 20 ksi stress, one specimen from
the highest strength (78.8 ksi) section failed, and all the remaining
specimens readily passed the 3il-day SCC test.

Tests were alsc conducted on sections aged to lower
longitudinal yield strengths of 65.8, 68.8, and 70.2 ksi (Table 8).
One test specimen from the section aged to 70.2 ksi failed in less
than 30 days but passed the 20-day exposure period at a stress of
45 ksi. All of the other specimens passed the 30-day exposure,
but additional failures occurred with longer exposure (36-84 days).
Microscopic examination revealed mixed intergranular-transgranular
cracking in specimens which failed in 45 days or less ané trans-

granular cracking in specimens which failed after 50 days exposure.
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The results of this work indicate that extrusion tempera-
ture of heavy 705C sections within the limits imposed by availa-
ble equipment has no detectable effect on structure, mechanical
properties, and resistances to stress-corrosion cracking or
exfoliation corrosion.

(2) Lighter Sections

Ten rectancular extrusions were extruded from plant cast
25-inch diameter 7050 ingot as detailed in Table 9 to evaluate
extrusion ratio, extrusion temperature, section geometry, aging
time, and test specimen lccation. These extrusions were solution
heat treated 80 minutes at 890-900°F, quenched by immersion in
water at less than 90°F, stretched 2 percent, and aged 24 hours at
240-255°F.

Chemical analyses of the ingots used to fabricate the
extrusions (Table 10) showed that the compositions of all of
the extrusions except for the one fabricated from cast No. 593-9
(low Mg) were similar. Consequently, differences in properties
among the other extrusions can safely be attributed to the process-
ing conditions. Because data from the sole extrusion fabricated
from the ingot containing low Mg was not included in the analysis,
the difference in composition did not affect the analysis of the
results of this experiment. (The process for this extrusion was
replicated using other ingots.)

Macrostructure of the extrusions revealed some effects
of the processing conditions (Figures 9a-9d). The most pronounced
effect was the thick, recryétallized skin at the rear of the

sections extruded with a low ratio at a low temperature. The
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absence of this thick kand in the extrusion extrudecd with a high
ratio at the low temperature is attributec to the longer Lutt

left in the press. Another notable feature was the coarser macro-
structure at the frent of the sections extruded at the high
temperature, and the presence of annuli at the rear of most of

the extrusions.

Sections from the front and rear were aged in the
laboratory for an additional 6 to 32 hours at 325°F. Electrical
conductivity measurements (Takles 11 and 12); tensile anc notch-
tensile tests in the longitudinal, long-transverse, and short-
transverse directions (Tables 13 through 18); exfoliation corrosior
tests at the midplane (Tables 19 and 20); and stress-corrosion
cracking tests in the short-transverse direction (Takles 21 ané 22)
were used tc evaluate these extrusions. Test procedures were
similar tc those used to evaluate the heavier extrusicn (Alcoca
section 263902).

The tensile properties confirmed that strendths of the
extrusion fabricated from the ingot containing the low Mo (S. No.
43767?) were lowver thar those of extrusions fabricated similarly
(S. yos. 437680 and 43768l1). Consequently, tensile test results
of this extrusion were not used in comparisons with the other
extrusions in the experiment. )

Analysis of the data revealed an interaction among
strength, electrical conductivity, extrusion shape, extrusion
ratio, and extrusion temperature. The 1l.5-inch x 7.5-inch

extrusions extruded at a ratio of 9 developed significantly lower
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strengths than l.5-inch x 7.5-inch extrusions extruded with a ratio
of 32 and 2.75-inch x 4-inch extrusions extruded with either ratio

(Figure 10). This phenomenon iS/fg;;atively attributed to a com-

bination of differences in gegree of recrystallization and aging

kinetics; the strength of the section extruded at 600°F was below
that of all other segtions when compared on an equal electrical

conductivity basi
" /
820°F was generally comparable to that of the other extrusions when

+ while strength of the section extruded at

conpared at equal electrical conductivities above 39.5% I.A.C.S.

~
’

Effects on notch toughness of yield strength, fabricating
variables, test specimen location and orientation, and section
geometry were determined by regression analysis. Procedure, results,
and discussion are presented in Appendix A. The most significant
findings are illustrated in Figure 1ll. As anticipated, test speci-
men orientation and yield strength had the largest effects. The
rate of decrease of notch toughness with increasing yield strength
was smallest in the longitudinal direction and largest in the short-
transverse direction. Test specimen location also had an effect;
the rear of the extrusion generally developed slightly higher
toughness than the front. Fabricating variables and section
geometry had effects which strongly depended on test direction. 1In
the long-transverse direction, aspect ratio had the strongest
effect. Notch toughness of the 1-1/2-inch x 7-1/2-inch extrusions
was higher than that of\-xe 2~-3/4-inch x 4-inch extrusions, par-
ticularly at high-strength levels. Extrusion ratio had a smaller

effect; the higher extrusion ratio gave higher toughness, particularly
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at low-strength levels. Extrusion temperature had no significant
effect. In the short-transverse direction, increasing extrusion
ratio had a large positive effect, while increasing extrusion
temperature had a smaller positive effect. Effects of aspect ratio
were insignificant. In the longitudinal direction, effects of
section geometry and extrusion conditions were both insignificant.

Resistance to exfoliation corrosion was rated on the
basis of visual examrinations of the corroded midplane of the
extruded panels after exposure in the EXCO test. Based on this
predictive test, all of the 7050 extrusions in this experiment
that had been aged 15 or more hours at 325°F (longitudinal yield
strengths up to 80 ksi) are anticipated to have good resistance to
exfoliation corrosion in natural environments. Resistance of the
extrusions having the lower aspect ratio was generally superior, but
extrusion temperature and extrusion ratio had no apparent effect.
Supplementary metallographic examinations on representative corroded
specimens that had been aged 15 hours at 325°F (shortest acceptable
time based on visual examination) and had been exposed for 48 hours
(longest exposure period) revealed no evidence of exfoliation (Figures
l2a-124).

The stress-corrosion test results were analyzed in three
ways: (1) Percent survival to determine effects of aging time,
(2) Multivariable probit analyses to determine effects of fabricating
conditions and section geometry, (3) Failure time:yield strength
regression analysis to determine effects of section‘geometry.

(1) Percent Survival - To determine effects of aaging time,

analysis was performed on the basis of both the older 30-day test
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specification and the current 20-day ASTM test specification.
Results of this analysis, Table 23, revealed two salient points
in terms of the objectiveées of this contract.

First, all of the 7050 extrusions aged 15 hours at 325°F
or longer developed a short-transverse resistance tc¢ stress-
corrosion cracking that was substantially higher than that expected
of 7075-T6é. Whereas 100 percent and 97 percent of the 7050 test
specimens aged 15 hours survived the 20 and 30-day specifications,
respectively, at a stress level of 25 ksi, and 100 percent of the
7050 specimens aged 20 hours or longer survived both periods,
no 7075-T6 test specimens exposed at this stress level would be
expected to survive. Moreover, comparing the 72.6 to 81.0 ksi
longitudinal yield strengths of the 7050 extrusions aged in this
manner with the 72 ksi guaranteed loncitudinal yield strength of
7075-T651X extrusions indicates that the goal of developing
strength equal to that of 7075-T6 with improved resistance to
stress-corrcsion cracking can be realized with 7050 extrusions,for a
wide range of fabricating ccnditions and section geometries.,

Seconé, all cf the 7050 extrusions aged 32 hours at 325°F
developed a resistance to stress-corrcsion cracking in the ac-
celerated test that was comparable to that of 7075-T73 in that no
specimens failed the 30-day exposure at a stress level of 45 ksi.
The 63.7 to 71.8 kei longitudinal yield strengths of the 7050
extrusions aged in this manner are sufficiently abcve the 59 ksi
guaranteed yield strength of 7075-T7351X extrusions to indicate

that 7050 extrusions can meet the goal of developing higher
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strength than 7075-T73 at comparable resistance to stress-corrcsion
cracking.

(2) Probit Analysis - A 30-day exposure period was selected

fcr nultivariable probit analysis of the effects of the fabricating
conditions and section geometry on stress-corrosion test performance.
This method of analysis is used to evaluate mean stress-ccrrosion
resistance.® The criterion that results from this analysis is
called mean critical strength. The higher the mean critical strength,
the more favorable the combination of strength and resistance to
stress-corrosion cracking. Mean critical longitudinal yield strength
was used as the basis for comparison of effects of extrusion tempera-
ture, extrusion ratio, and section aspect ratio. Results of the
analysis (Table 24) indicate that aspect ratio was the most important
factor affecting the combination of yield strength and stress-
corrosion resistance that could be developed. The l.5-inch x 7.5~
inch extrusions (aspect ratio 5) had to be aged to a strength 5
ksi lower than that of the 2.75-inch x 4.0-inch extrusions (aspect
ratio 1.45) to develop comparable resistance to stress-corrosion
cracking. Extrusion ratio had no detectable effect, but extrusion
temperature h;d a noticeable effect. Increasing the extrusion
tenperature from the low level of 600°F to 800°F increased the mean
critical yield strength by as much as 4 ksi.

The effects of aspect ratio and extrusion temperature on
the combination of yield strength and resistance to exfoliation
corrosion that can be developed in alloy 7050 extrusions are

attributed to their effects on grain morphology. Whereas the
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grain koundaries of the 2.75-inch x 4.0-inch extrusions (lower
aspect ratio) were very irregular, Figure 13a, the grain boundaries
of the 1l.5-inch x 7.5-inch extrusion (high aspect ratio) were much
straighter, Figure 13b. Because exfoliation attack and stress-
corrosion cracks cculd easily proceed along the straight boundaries
but would be forced to follow a tortuous path along irregular
boundaries, the resistance to corrosion and stress corrosion of

the material having the irregular houndaries would be higher. 1In-
creasing the extrusion temperature of the l.5-inch x 7.5-inch
extrusions modified the grain boundaries, particularly in the
transverse plane perpendicular to the extrusion direction, Figure 14,

(3) Failure Time:Yield Strength Regression - A relationship

of the form, 1ln tf = A + B(YS), was used to relate specimen failure
time, tf, to longitudinal yield strength, ¥YS. Inspection of the
data prior tc regression analysis revealed three separate relation-

ships between fracturec time and yield strength. 1In the high-

strength region (short overaging times), fracture times were shorter
than about one week and were essentially independent of yield
strength. In the low-strength region (long overaging times),
fracture times were generally longer than 40 days and increased
little with decreasing strength. In the intermediate strength
region, fracture times were intermediate and log fracture time
increased linearly with decreasing yield strength. The results

of tests of specimens in the intermediate strength range were used
in the regression analysis to determine the effect of yield strength

on fracture time. The best estimate of the yield strengths of the
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1.5-inch x 7.5-inch (high aspect ratio) and the 2.75-inch x 4.00-

inch (low aspect ratio) extrusions that would have fracture times

that equaled 30 days (Table 25) confirms the probit analysis in
that the high aspect ratio extrusions had to be overaged to lower
strength to develop similar average SCC test performance. Ad-
ditional statistical analyses, however, could not reject the
hypothesis that aspect ratio had noc effect on yield strength at
which there is a high probability that time to fracture for almost
all specimens would pass a 30-day exposure period. Mary more
tests would have to be performed to determine with high confidence
whether extrusions with low aspect ratios could be overaged a
lesser amount (higher strengths) and develop in the long-run equiva-
lent SCC test performance to high aspect ratio extrusions. 1In the
interim, it would seem prudent to base aging practices for all
extrusions on the most conservative case, i.e., high aspect ratio
extrusions.
(3) Conclusions

Conclusions regarding effects of fabricating practice on
properties of 7050 extrusions can be summarized as follows.

l. Extrusion temperature within the range possible in the
fabrication of wide, heavy extrusions & 750 to 800°F) has no effect
on metallurgical structure, mechanical properties, and resistances
to stress-corrosion cracking and exfoliation corrosion. Con-
sidering the wider range of temperature (~600 to 800°F) possible
in extruding smaller sections, however, higher extrusion tempera-
ture favored more attractive combinations of strength, notch

toughness, and resistance to stress-corrosion cracking. Maximum
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extrusicn spreed usually decreaseos with increasing temperature,
hcwever, so productivity will decrease and costs will increase
with increasing extrusion temperature. Consequently, any Lenefit
must be assessed on a cost effectiveness basis.

2. Extrusion ratio also had an effect on the combination of
strength, toughness, and resistance to stress-ccrrosion cracking
that can be developed. Eich extrusion ratios are favorable. For
many shapes, however, extrusion ratio cannot be varied. For
others, econcrics usually dictate the choice.

3. Section ceometry had a larger effect than fabricating
variables, Sections having low aspect ratics develop more
attractive combinations of strength, toughness, and resistance to
exfoliation corrosicn ancd stress—-corrosion cracking.

4. Extrusions aged 15 hours at 325°F developed longitudinal
yield strcngths comparable to those of 7075-T6€51X extrusions, a
resistance to exfoliation corrosion that is predicted to be
excellent in natural environments, ané 2 resistance to stress-
corrosion cracking in the critical short-transverse directicn that
is far superior to that cf 7075-T6. Extrusions aged 32 hours at
325°F developed combinations of strength and resistance to stress-
corrosion cracking that exceeded those of 7075-T73.

b, Heat Treating

The solution heat treatment conditions for 7050 extrusions
were previously established, so heat treatment work was confined to
aging. That resistances to stress-corrosion cracking and exfolia-

tion corrosion of Al-Zn~-Mg-Cu alloy products increase with aging
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time beyond peak strength at temperatures above about 300°F has
been established for years, and alloy 7050 is no exception.
Quantitative relationships between the degree of overaging and the
level of resistance of 7050 extrusions, however, were neeced.
Consequently, aging conditions which will produce desired levels of
strength and corrosion characteristics were determined during

this contract.

In the early stages, an attempt was made to use a
laboratory solution heat treated and unstretched extrusion to
correlate second-step aging time at 325°F with strength and
resistances to exfoliation corrosion and stress-corrcsion crackinc.
Subsecuent unreported work funded by the contractor indicated, how-
ever, that stretching had an effect on aging kinetics as well as
on the combination of strength and resistance to stress-corrosion
cracking that was developed in 7050 extrusions. Consequently, the
work with unstretched extrusions, presented in progress reports,
will not be repeated in this final report.

The approach finally used to recommend aging practices
was to combine data from this contract with unreported Alcoa data
on stretched extrusions and correlate longitudinal yield strength
achieved by overaging with resistances to stress-corrosion cracking
in the short-transverse direction and to exfoliation corrosion.
Then aging practices which would produce the desired resulfs were
calculated from knowledge of the cveraging kinetics.

Analyesis of the data indicated that the combination of

strength and corrosion characteristics that would be developed
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depended to a large extent on extrusion shape. Wide, thin (<~2")
extrusions had to be overaged to lower strengths to develop the
same corrosicn characteristics as narrow, thick sections. Interim
reports suggested tlLat different strength levels (and, therefore,
aging practices) ke estaklished for 7050 extrusions on the basis of
aspect ratio, but this approach is not recommended at this time.
Instead, aging practices were selected that give high confidence
that 7050 extrusions of any shape will develop the level of
strength and have the resistances to stress-corrosion cracking and
exfcliation cerrcsion that is specified for a particular tenper.
Preliminary analyses of the longitudinal yield strength
and stress-corrosion test data indicated that the maximum longitu-
dinal yield strength of wide, thin 7050-T7351X extrusions
should be no greater than about 73 ksi to provide higk confidence
that short-transverse specimens would survive 30 days in the alter-
nate immersion test at a stress level of 45 ksi. Preliminary
analysis of the longitudinal yield strength and exfoliation test
data indicated that the maximum longitudinal yield strength of
wide, thin 7050-T7651X extrusions should be no greater than
akout 78 ksi to provide high confidence that test panels would
display an acceptable degree of exfoliation (<E-B in the EXCO test).
Knowledge and application of tiie aging kinetics of 7050
provided the ability to predict aging conditions required to
develop the desired strength. The kinetics of the decrease in

yielc strength on overaging 7050 at temperatures in the 300-360°F
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temperature range have been described analytically by the following

equation.’

YS = 4 exp - t/FYs ' (1)

)

where: ¥YS yield strength, ksi, after agint for any time, t, in hours,

a = factor which depends on composition, fabrication
practices, and test direction,
- 32562
Fyg = 1.45 x 10 16 exy T;;ga), (2)
where: T = aging temperature, °F.

During commercial precipitation heat treatments, the time
required to heat to the soak temperature may be longer than the socak
time, so effects of heating tire on properties must also be con-
sidered. For alloy 7050 in overaged tempers, the ﬁet effect of
the precipitation during heating is to decrease strength relative
to that oktairied cn material heated at faster rates even though
strength is initially increasing during the heatup.

Because the 300 to 360°F overaging reactions are isc-
kinetic, i.e., differ only by a time factor, effects of heating
through this temperature range to the maximum artificial agirg
temperature are additive. The solution of the following equation
estimates the decrease in yield strength of overaged 7050 at-
tributable to precipitation during heating:

"~ ts

! dt

YS loss = o |1 - exp ~
| e 38
o

' (3)

——
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where: t time at start of heating,

C

ts

time at erd of heating.

Yield strength after any type of heating curve follcwed by an iso-
thermal precipitation heat treatment can be estimated by combining
effects of heating to the aging temperature and soak time at the

aging temperature:

| s at
YS = o exp - t/Fyo = aexp - t /Fyo+ \ ?;; ' (4)
: ENE

where: tc = hold time at constant temperature.

Equation (4) provicdes the basis for selecting a nominal aging time,
t, to provide the desired yield strength and gives the furnace
operator a method cf compensating for heating rate and for dif-
ferences in soak temperature between that desired and attained.
The effects of neglecting to compensate for soaking at
temperatures other than at 350°F can be large. For example, the
calculated difference in strength between 7050 extrusions soaked
8 hours at either 345°F or 355°F is ~7 ksi, #.ad the calcylated
difference ir strength between 7050 extrusions soaked 8 hours at
either 34C°F or 260°F is ~14 ksi. Neglecting to compensate for
tire spent during heating to the soak temperature will increase
the variability. 2lcca has patented* a process for compensating
for precipitation during heating and for soaking at temperatures

different from the set point.

¥USP 3645804,
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The appropriate aging times at 350°F to develop strengths
5 ksi below the estimated maximums of 78 ksi for 7050-T7651X and
73 ksi for 7050-T7351X were estimated using the fcllowing re-

lationship:

YS = o exp - (t/41.€9), (5)

where: YS = yield strength after aging for time, t, in kours,

a = estimated to be a mean of 89.5 ksi for 7050
extrusions from analysis of a variety of tests.

Solving this equation for t gives values of 8.5 and 11.5 hours
aging times for YS of 73 and 68 ksi (5 ksi below the estimated
maximum for T7651X and T7351X), respectively. Rounding off gives
estimates of 8 hours at 350°F for 7050-T7651X and 12 hours at
350°F for 7050-T7351X.

In conclusion, the equivalent of 8 and 12 hours at 350°F,
respectively, are indicated to be initial cuidelines for second-
step aging practices for 7050-T7651X and T7351X extrusions. Failure
to compensate for aging during heatup and for soak temperatures
that are more than a few degrees from the nominal soak temperature
can lead to the development of strengths which are either higher

or lower than acceptatle.

III. PRODUCE EXTRUSIONS
l. Ingot Castin

Sufficient 25-inch diameter ingots were cast ir Phase I

so that no additional ingots of this size were required to produce

the extrusions needed for Phase 1I.
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The 35-inch diameter ingots were cast using Alcoa's
proéduction level-pour mcld (Figure 1). The metal was melted in
a 60,000-1b melting furnace and transferred to a 60,000-1b holding
hearth. There was no metal treatment or grain refinement in the
holcing furnace. During casting, the metal passed through Alcoa
528 (U.S. Patert 3,373,305) and 181 (U.S. Patent 3,039,864) process
units to filter out solid foreign material and remove hydrogen
just before the riolten metal entered the molds. The metal was grain
refined using Fawecki TIECOP rod in the transfer system. The ingots
were cast two at a time.

For each drop, the metal was permitted to flow slowly
into the water-cooled mold for three minutes before the platen was
started down. Water was applied to each mold at 140 gpm. This
water was allcwed to flow down the surface of the ingot for ten
inches and then was completely removed. The metal depth above the
water-cooled steel starting block (Figure 2) was approximately four
inches when the starting casting rate was initiated. The initial
8.5 inches of ingot was cast at 0.6 ipm and then the bottom block
cooling was turned off and the casting rate was increased to 0.7
ipm, At this stage, the ingot butt was approximately half way
between the bottom of the mold and the wiper. These conditions of
casting speed, water volume, and wiper location set up an ingot
surface equilibrium temperature of 430°F.

This equilibrium temperature is determined by the flow
of heat from the hot ingot center into the water-cooled ingot

shell. As a result of all the cooling water being removed by the
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wiper locatec ten inches kelow the mold, the equilibrium tempera-
ture was achieved eight to ten inches Lelow the wiper. This
reheatiny of the water-cooled ingot shell relieved stresses that
developed in the ingot during solidification.

A total of sixteen ingots approximately 180 inchkes long
were cast using the practices shown in Table 26. Eleven of the
ingots contained at least 152 inches of crack-free metal. A
typical ingot is shown in Figure 15.

As noted in the remarks column of Table 26, all excert one
of the usable ingots contained short butt cracks of the shear type.
Minor modifications in the casting practice will eliminate these
nuisance-type cracks. Since a substantial butt crop is required
on this type of ingot, very little metal was lost as a result of
this type of cracking.

An etched slice taken from a representative ingot revealed
an equiaxed grain structure which was somewhat coarser in the
center of the ingct., The ASTM macro grain size at various
locations was: M 11.9 outside, M 9.3 mid-radius and center. A
d ' penetrant examination revealed a small amount of fine porosity.
We noted zero voids/sq in. at the outside, 12 voids/sq in. at the
mid-radius, ané 20 voids/sq in. at the center. A metallographic
examination showed a relatively fine dendritic structure for a
large ingot. The dendrite arm spacings measured at the locaticns
noted were: 0.0020 inch cne inch from surface, 0.0030 inch mid-
radius, 0.0020 inch center. These guality control tests all

indicate the ingot was sound and suitable for further fabricaticn.
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The necessity tc alter the casting practice for the 35-inch
diareter prcductior ingot after the original success in the lakora-
tory and the plant during Phase I warrants further explanaticn. &2s
previously explained, a casting practice requires a balance of
several interrelated factors. There is never a single unique
practice for a givern alloy and size. As a result, failure of
casting practices to reproduce is not an uncommon occurrence.
Establishing ar acceptable plant practice requires firding a set
of conditions which afford sufficient safety factor to perrit
cormercial recoveries in a production plant environment. Apparently,
the first set of casting cornditions were adequate in the laboratory
and in the plant when "things were just right." The seconda set of
casting parameters were necessary to establish a real world pro-
duction practice which requires a little less control than the
original castiny practice.

2. Extrusion and Heat Treatment

The extrusions for MIL-HDBK-5 testing were produced in
three stages: (1) 7050-T7351X extrusions from a 21-inch diameter
cylinder, (2) 705C-T7651X and 7050-T7351X extrusions from 25 and
29-inch diameter cylinders, (3) additional C5A wing plank 7050-T7351X
extrusions.

a. 2l-Inch Diameter Cylinder

Five extrusions were produced from 25-inch diameter ingot
scalged tc 21 inches and preheated 4 hours at 860-880°F plus 36

hours at 880-S0C°F. Billets were extruded into two aircraft sections
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ané three rectangles (l.5-in. x 7.5-in., 3.5-in. x 7.5-in., and
5.0-in. x 6.25-in.) (Figures 16 and 17) using the practices in
Table 27.

All of the extrusions were solution heat treatec in the
same furnace load for 80 minutes soak at 890-900°F and quenchec by
immersion in cold water. All were stretched 1 to 3% permanent set.
Subsequent straightenirg was not performed. \

Because these extrusions were aged prior to the develop-
ment of a guideline for aging 7050-T7351X extrusions, the practice
was selected by estimating from available data. A practice of 24
hours at 240-255°F followed by the equivalent of 31 hours at 320°F
was selected. Plant quality control tensile tests (Tablc 28) showed
that longitudinal yield strengths were about 1 to 4 ksi below the
desired maximum of 73 ksi.

The finished extrusions were inspected per MIL-I-8950,
Class A and all were acceptable.

b. 25 and 29-Inch Diameter Cylinders

These extrusions were produced from 25-inch and 35-inch
diameter ingots preheated 16 hours at 860-880°F plus 36 hours at
880-900°F. The 35~-inch diameter ingots were scalped tc 29-inch
diameter billet and with the 25-inch diameter ingots were extruded
into five aircraft shapes (Figures 18 through 22) using the practices
in Table 29. An extra extrusion of section 900102 vwas produced full
length to demonstrate the capability of fabricating the widest and

thickest extrusions needed for the proposed CS5A wing modification.
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All of the extrusions were heat treated for 80 minutes at
£90-900°F, guenched into cold water, and stretched 1 to 3%. The
extra length of 900102 was joggled (kinked) per Figure 23.

Six of the extrusions were subsequently aged using the
equivalent of & hours at 350°F following a first-step of 24 hours
at 240-255°F. Discounting results from the rear of one of the
extrusicns (extrusicn hac kegun to recrystallize at test specimen
location), plant tensile tests (Table 30) confirmed that 8 hours
at 350°F was an appropriate second-step aging practice for 7050-
T7651X extrusions. The mean longitudinal yield strength of
specimens taken from the front and rear was 73.3 ksi (73 ksi target).

The reriaining six extrusions were aged 24 hours at
240-255°F followed by the equivalent of 12 hours at 350°F. Plant
test results (Table 30) indicated that the time of the second step
riay be slightly short for aging 705C-T7351X extrusions. The mean
longitudinal yield strength of specimrens taken frca the front and
rear was 69.2 ksi (68 ksi target). Two of the extrusions, howvever,
had yield strengths slightly higher and/or electrical conductivities
slightly lower than preliminary analysis suggested were appropriate
for 7050-T7351X extrusions. Consecquently, they were aged the
equivalent of an additional 4 hours at 350°F, and mean strengths
drcpped to 68.5 ksi.

The extrusions were ultrasonically inspected at the plant
per MIL-I-8950, Class A. All of the extrusions met this level

excegt two l0-foot lengths of section 291812 which were suspect.
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Cc. Additional C5A Wing Plank Extrusions

Ten ingots were preheated as described in the precedinc
section. Full length, 29-inch diameter x 76-inch billets were
extruded at 740°F to 790°F with a cylinder temperature of 800°F.

Five of the Lkillets were solution heat treated one hour
at 890-900°F and quenched in cold water. Pieces 17 and 19 were
heat treated in one load, and pieces 20, 21, and 24 were heat
treated in ancther load. The solution heat treated extrusions were
stretched 1-3%, sawed to 21 feet lengths, and joggled on one end
within four hours of cuenching.

The heat treated extrusions were ultrasonically inspected
using standaré procedures, ané all met the requirements of MIL-I-
8950, Class A.

The front and rear 2l-foot sections of the solution heat
treated panels were artificially aged 4 hours at 240-255°F plus the
equivalent of 12 hours at 150°F. The front lengths were aged in
one lcad and the rear lengths in another.

Longitudinal tensile prcperties and electrical conduc-
tivities were determined at the plant (Table 32). Mean longi-
tudinal yield strength was 65.6 ksi. DJespite the differences in
composition, solution heat treatment batch, age load, and test
location, the range in strengths was small (63.6 to €6.8 ksi yield
strength and 74.4 to 76.7 ksi ultimate tensile strength). The
electrical corductivity values fell within the band of yield
ctrength versus electrical conductivity that had previously been

observed for 7050-T7XXX extrusions.
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IV. EVALUATE

l. Composition

The compositions of all extrusions were well within the
limits of 5.7-6.7% 2Zn, 1.9-2.6% My, 2.0-2.6% Cu, 0.08-0.15% 2r,
0.15% max Fe, and 0.12% max Si (Tables 33, 34, and 35). The means
and estimates of the standard deviation for the major alloying
elements were 6.19%, 0.17% (Zn); 2.19%, 0.09% (Mg); and 2.23%,
0.11% (Cu). The means agreed favorably with the nominal 6.2% Zn,
2.25% Mg, and 2.3% Cu, and the estimates of the standard deviations
suggest that future problems in meeting these limits will be
minimal. Impurity contents ranged from 0.08 to 0.13% Fe and 0.04

to 0.10t Si, while Zr content ranged between 0.09 and 0.11%.

2. Ultrasonically-Detected Discontinuities

Tests were made on the two ten-foot lengths of section
291812 which were suspect on the basis of plant ultrasonic tests.
The two lengths were reinspected a. Alcoa Laboratories, and the
indications did not exceed Class A of MIL-I-8950 (Tables 36 and 37).
The locations of all indications exceeding 20% of that made by a
test block having a 3/64-inch flat bottom hole at comparable metal
distance were marked cn the surface c¢f the extrusion, and longitu-
dinal and long-transverse tensile and axial-stress fatigue specimens were
machineé to position the discontinuity in the approximate center of
the gauge length. These specimens were re-ultrasonically inspected
after rough preparation to confirm that the discontinuity was present

in the specimen. The transverse tensile blanks did not contain
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discontinuities. Table 38 shows the results of the ultrasonic
inspection of the specimen blanks ard correlates these data with
those obtained on the extrusions. The specimen blanks contained
discontinuities classed as 3-, 3, and 3+. Discontinuities of this
size whose centers are not closer than one inch are permitted in
MIL-I1-8950, Class A.

Table 39 presents the results of the tensile properties.
The differences between yield and tensile strengths and the elonga-
tion and reduction in area values indicate that the presence of a
discontinuity had no effect.

The axial-stress fatigue data are plotted in Figure 25with
data obtained on specimens which contained no discontinuities. They
show no effect of discontinuities on fatigue life.

3. Design Mechanical Properties

a. Tensile, Compressive, Shear and Bearing

(1) Procedure

Tensile, compressive, shear, and bearing tests were made
using the smallest suitable range of an Amsler 20,000-1b (type
105XBDA58), an Olsen Electomatic 30,000-1b, an Olsen Super-L
20,000-1b, or a Southwark-Tate-Emery 50,000-1b capacity Universal
Testing Machine. The accuracy of these machines was always within
that required by ASTM Method E4.8

In general, the test specimens were the same as those used
in previous investigations of plate, extrusions, and forgings,?"1%
Single tests of each type of specimen were made. Longitudinal

specimens were taken in the locations specified in ASTM B557!5 and
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long-transverse and short-transverse specimens were taken from the
center of the width and thickness of the predominate part of the

section.

Tensile tests were made in accordance with ASTM E8!®
with 1/2-in. diameter tapered seat specimens, except where it was
necessary to use subsize round specimens (Figure 26). The yield
strengths were determined from autographically recorded load-strain

diagrams.
Compressive tests of cylindrical specimens (Figure 27)

were made in accordance with ASTM E9!7 using a subpress (Figure 3
of ASTM E9). The yield strengths were determined from autographi-
cally recorded load-strain diagrams.

Shear tests were made of cylindrical specimens (Figure 27)
in an Amsler double-shear tool in which a l-inch length is sheared
from the center of a 3-inch long specimen, the end thirds being
supported throughout their length.!® 1In the tests of longitudinal
and long-transverse specimens, the loads were applied in the
directior normal (ST) to the major surface of the extruded shape;
in the tests of short-transverse specimens, the loads were applied
in the longitudinal direction.!8

Bearing tests were made in accordance with ASTM E238!1°
using flatwise longitudinal and long-transverse specimens of the
type shown in Figure 28. The bearing ultimate and yield strengths
were determined at edge distances of 1.5 and 2.0 times the pin
diameter. The bearing yield strength was obtained by determining

the load at a permanent deformation of 2 percent of the pin diameter
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as indicated on an autographic load-deformation diagram. The
specimens and test fixtures were cleaned ultrasonically as pre-
scribed in ASTM E238.
(2) Results and Discussion

The results of the tensile, compressive, shear, and
bearing tests for the five lots of 7050-T7651X shapes are shown in
Table 40 and those for the 7050-T7651X shapes tested on a NASC
contract are shown in Table 4l1. The corresponding results for the
7050-T7351X shapes are shown in Table 42 (section area <43 in. %)
and Table 43 (section area 61 to 66 in.?). The longitudinal
tensile properties of all shapes met applicable tentative minimum
values, 20

For a particular temper, level of properties derended on
type of test, section thickness, and test direction. The longitu-
dinal tensile ultimate and the longitudinal tensile and compressive
yield strengths increased a few percent, and the corresponding
long-transverse tensile ultimate and yield strengths decreased as
much as 8 percent as the section thickness increased; the long-
transverse compressive yield strengths decreased little, if any,
with thickness. The small amount of short-transverse data indicated
the same general trend with thickness as the corresponding long-
transverse data. The longitudinal tensile elongation values
decreased slightly with increasing thickness while the long-
transverse and short-transverse elongation values decreased to a
greater extent. As with extrusions in other alloys, the long-

transverse elongation values tended to approach those of the
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short-transverse direction as the aspect (width-to-thickness) ratio
decreased. There was no significant decrease in shear strengths
with increased thickness for the T7651X temper, but a few ksi
decrease for the T7351X temper. Bearing properties in general
showed little decrease with thickness, at most an average of 7 ksi.

Effect of temper on the level of properties developed
depended mainly on the property and on the test direction. The
differences in tensile strength levels of the two tempers were in
a range from 4 to 6 ksi for ultimate strengths and 5 to 8 ksi for
tensile yield strengths; the largest and smallest spread was in the
longitudinal and short-transverse properties, respectively. The
spread in compressive yield strengths averaged about 8 ksi. The
only significant differences in elongation values were in the mid-
to-thick range of the long-transverse and short-transverse directions:;
the elongation values for the T7351X temper were up to twice those
of the T7651X temper. Differences in shear strengths averaged
about 3 to 6 ksi, and bearing property differences averaged from
8 to 12 ksi.

Sections 900102 (C5A panels) and 291812 (cross-sectional
area, 61 to 66 in.?) e;hibited a relatively high level of tensile
and compressive properties compared to those of the shapes of
smaller cross-sectional areas having comparable section thicknesses.
Generally, the longitudinal and short-transverse strengths averaged
only 3 to 5 ksi lower than, and the long-transverse strengths about

equal to, those of the smaller shapes. The corresponding shear and
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bearing properties were generally in the same range as those of the

smaller shapes.

b. Stress-Strain, Compressive Tangent-Modulus Curves, and
Modulus of Elasticity

(1) Procedure

Tensile and compressive stress-strain tests were made of
longitudinal, long-transverse, and when possible, short-transverse
specimens from representative lots of each temper. The tests were,
in general, conducted in accordance with ASTM E111.2! The tensile
and compressive specimens were of the type shown in Figures 26 and
27, respectively.

Loads were measured with Revere Super Precision-type load
cells having an accuracy, traceable to the National Bureau of
Standards, of 0.1 percent of rated output. Strains were measured
with Micro-Measurements Type CEA-13-062UW-350 ana CEA-13-125UW-350
strain gauges. These gauges have a gauge factor accuracy of 0.5
percent and a resistance accuracy of 0.3 percent. Overall accuracy
of the load measurement was 0.5 percent of reading or 0.25 percent
of full scale, whichever was larger. Strain measurement accuracy

was 0.7 percent of reading or 0.5 percent of full scale, whichever
was larger; the accuracy of the gauges was well within the re-

quirements established for Class Bl extensometers in ASTM E83.22

The tests were carried beyond the yield strength of the
material. The stress and strain signals were recorded on a Mosley
X-Y recorder for monitoring purposes and in computer storage. The
modulus of elasticity values were determined from Tuckerman analysis

plots of each test as described in ASTM Elll. Typical (and average
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for the T7351X CSA panels) tensile and compressive stress-strain
curves were developed for each temper by methods equivalent to
those outlined in MIL-HDBK-5 Guidelines.?3 The compressive tangent-
modulus curves were developed from the typical and average com-
pressive stress-strain curves. The data obtained on an NASC
contract for the T7€51X temper were also included to establish
the typical curves.?>
(2) Results

The results of the tensile and compressive stress-strain
and modulus of elasticity tests are summarized in Table 44. The
modulus of elasticity values averaged about the same for both
tempers. The nominal values were 10.3 x 103 ksi in tension and
10.7 x 103 ksi in compression. 1In tension, the longitudinal values
averaged 0.5 percent lower, long-transverse values averaged 1.6
percent higher and the short-transverse values average 1 percent
lower than the nominal value of 10.3; in compression, they averaged:
longitudiral - equal to, long-transverse - 3 percent higher than,
and short-transverse - 1.2 percent higher (T7651X) and 0.4 percent

lower (T7351X) than the nominal value of 10.7
The typical stress-strain and compressive tangent-modulus

curves were developed for two thickness ranges of each temper,

<1.999 in. and 2.000 to 5.000 in. areas 43 in.2., These are shown

in Figures 29 and 30 for the T7651X and Figures 31 and 32 for the
T7351X shapes. The typical longitudinal tensile yield strengths

were based on production data, and the yield strengths for the other
curves were established from the average ratios of the yicld strengths
in Tables 40 through 43 and the corresponding typical longitudinal

tensile yield strength.
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Average stross-strain and compressive tangent-modulus
curves are shown in Figure 33 for the 7050-T7351X extruded CS5A
panels since there is presently insufficient production data to
establish typical longitudinal tensile yield strengths of shapes of
such large cross-sectional areas. These curves are based on the
average of the properties shown in Table 43 for the six lots of
CSA panels (section 900102) and stress-strain tests of two of these
lots.

(3) Conclusion
The modulus of elasticity values for 7050-T7351X are

comparable to those of 7050-T7651X. The average values are
10.3 x 103 ksi in tension and 10.7 x 103 ksi in compression.

C. Derived MIL-HDBK-5 Properties

The ratios among the tensile, compressive, and shear
properties are shown in Table 45 for the T7651X temper and Table 46
for the T7351X temper; the corresponding bearing/tensile ratios are
shown in Tables 47 ana 48, respectively. The ratios computed for
the samples with cross-sectional areas 61 to 66 in.? were not
included in the statistical analyses of ratios of samples <43 in.2,
The ratios of the former, when plotted versus thickness, were in

most instances higher than those of the latter; an exception

was the longitudinal compressive ratios, CYS(L)/TYS(L), which were
slightly lower. Consequently, ratios for 13 lots of the T7651X
temper, <43 in.2, eight lots of the T7351X, <43 in.?, and seven
lots of the T7351X, 61 to 66 in.? were analyzed statisticailly. Two
lots were not sufficient for analysis of the T7651X, 61 to 66 in.2.
Ten lots are necessary for acceptance of derived properties in

MIL-HDBK-5.
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The distribution of the ratios, number of ratios (n),
nean ratios (R), intercepts and slopes of the regression lines (a
and b, respectively), and the standard deviations (oﬁ) are shown in
Table 49 for the T7651X, <43 in.?, Table 50 for the T7351X, <43 in.?,
and Table 51 for the T7651X and T7351X, 61 to 66 in.2. The
statistical analyses of the ratios were made by procedures outlined
in Chapter 9 of MIL-HDBK-5, Guidelines for Presentation of Data.?3
A regression analysis of each group of ratios was made to determine
whether the ratios showed correlation with thickness; where such
correlation was indicated, Min. R values were selected which cor-
respond with the lower limit of the confidence band around the
regression line at the highest end of each respective thickness range.
When no correlation was indicated, a single value of Min. R was
selected for all thicknesses. Regression was indicated for all
groups of ratios with the exception of CYS(L)/TYS(L) ratios of both
tempers, <43 in.? cross-section area. Also, an analysis of the
ratios for the seven lots of the T7351X temper, 61 to 66 in.?,
was made. The minimum ratios for the T7651X and T7351X shapes are

shown in Tables 52 and 53, respectively.

Since no grain directions are shown for shear and bearing
minimum properties in MIL-HDBK-5 and data were obtained for more
than one direction, the loﬁest of the longitudinal or long-transverse
Min. R were used to establish the derived properties. The few
short-transverse shear tests made of the thicker shapes indicate
that the shear strengths for this direction were somewhat lower

than those for the other two directions. This is also the case for
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other alloys and products. The longitudinal and long-transverse
shear data were used to establish the derived shear minimum values
so as to be consistent with procedures used for other alloys and
products.

The MIL-HDBK-5 mechanical properties are shown in Tables
54 and 55, respectively, for the T7651X and T7351X extruded shapes.
These values were based on the ratios for shapes having cross-
sectional areas <43 in.?. Those for the T7351X temper were based
on tests of eight lots, two less than required by MIL-HDBK-5 Guide-
lines. No limitations in product size have been indicated in Tables 54
and 55; more production tensile data are needed in order to establish
such limits. No minimum longitudinal tensile properties have Leen
established for the shapes with large cross-sectioral areas and,
therefore, a MIL-HDBK-5 table of design properties could not be
developed. Addéitional data, over a wider thickness range, is also
necessary to meet the ten lot requirement.

In the previous discussion, it was pointed out that the

longituainal tensile ultimate and yield strength increased as the

section thickness increased. All the other properties, with the
exception of the longitudinal compressive yield strengths, showed
little or no change or a small decrease in strength with
increasing thickness. The longitudinal tensile properties were
used as the base properties for calculating the ratios, i.e., they
were the denominator values and the others the numerator. The
increase in the longitudinal tensile properties, indicated by the

test data, were not reflected in the corresponding minimum longi-
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tudinal tensile properties toc which the reduced ratios were applied
to obtain the derived minimum properties. Consequently, the de-
rived minimum properties generally indicate larger decreases in
strength than those indicated by the test data. In the case of

the longitudinal compressive yield strengths, which increased with
thickness, the corresponding derived minimum properties show no
change with thickness. If the test data for the longitudinal
tensile properties are indicative of the strength levels to be
obtained from current and future production, revisions of the minimum
properties would seem appropriate when sufficient data are obtained.
Consequently, the derived properties would then be brought more in

line with the capabilities of the material.

(1) cConclusion
The ratios among the tensile, compressive, shear, and
bearing properties for the section with cross-sectional areas of
€1.53 (C5A panels) and 65.37 (section 291812) in.? are, with the
exception of the longitudinal compressive yield strengths, higher

than those of the smaller shapes in the same thickness ranges.

4. Fracture Toughness

a. Procedure

Duplicate fatigue~cracked compact fracture toughness
specimens of the type shown in Figure 34 were used to determine the

plane-strain stress intensity factor, Kio? of each lot of extruded
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shapes. The specimen orientations, shown in Figure 35, dimensions,
notches, fatigue cracking, and testing procedures were essentially
in accordance with ASTM E399-4.2" The specimens were fatigue
cracked by axial locading in Krouse fatigue machines. The test
setups for fatigque precracking and fracture toughness testing are
shown in Figures 36 and 37, respectively. The tests were made in a
30,000-1b capacity Olsen Electomatic Testing Machine, and plots of
load versus crack-opening displacement were recorded using a
Mosley X-Y recorder. Candidate values of critical plane-strain
stress-intensity factor, KQ, were calculated using the load at 5
percent secant offset which is equivalent to about 2 percent of
crack extension. If all the validity criteria specified in ASTM

Method E399-4 were met, the candidate value was designated as KIc'

b. Results and Discussion

The results of the fracture toughness tests for the five
lots of 7050-T7651X shapes are shown in Takle 56 aqd those for the
7050-T7651X shapes tested on an NASC contract> are shown in Table 57.
The corresponding results for the T7351X shapes are shown in Table 58
(section area <43 in.?) and Table 59 (section area 61 to 66 in.?).

The K, values which failed to meet, but were very close to meeting,

Q
any one of the validity criteria specified in ASTM Methcd E399-74
are indicated as meaningful values, i.e., the values are a good

indication of the KIc value. All results are summarized in Table

60.

The K - values versus thickness are plotted in Figure 38;

I
meaningful values are plotted as valid. As anticipated, material

in the lower strength T7351X temper generally developed higher
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toughness. For the L-T orientation, the T7651X values indicated a

decrease in K - from a level of 38 ksivin. to a level of 26 ksivin.

I
with increasing thickness from 1 in. to 5 in. For the T7351X
temper, however, no significant change in toughness was indicated;
K;. was constant at a level of about 40 ksiv/iIn. For the T-L
orientation, the sections in the T7351X and T7651X tempers were 38
and 32 ksivin., respectively, for sections less than 1 in. The Kic
values of material in both tempers decreased progressively with
increasing thickness to levels of 23 and 17 ksi for the 5-in. thick
rectangles. The data for the S-L orientation indicated that
material in both tempers developed comparable toughness in

sections less than 2-in. thick (20 to 26 ksiv/in.). In thicker
sections, KIc values of material in the T7651X temper decreased

to a level of 16 to 18 ksivin., but, as with the L-T data, the
T7351X indicated no change in toughness with thickness. The
toughness levels of the large shapes (61 to 66 in.?), most of

which were the C5A panels, were generally equivalent to those of

the small shapes.

The K values versus tensile yield strengths are plotted

Ic
in Figure 39. Data for some other shapes, aged to various levels

of yield strength, are also shown and extend the range of values
beyond those obtained in this contract. Generally, the 7050 shapes
exhibited a high level of toughness while maintaining yield strengths

at the higher r :rength end of the range indicated for commercially-

established alloys. (About 90 percent of the data for the
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commercially-established alloys fall in the lower half of the
band for the L-T orientation). Excluding the icts from Producer
B and the 3.5 x 7.5 and 5.0 x 6.25-in. shares, the T-L and S-L
data fall above these ranges. The relatively low values obtainec
for 3.5 and 5.0-in. thick shapes are related to the low aspect
ratio of the shapes. As the width to thickness ratio decreases,
the T-L KIc values approach those of S-L values.

The connected open squares in Figure 39 are those for the
six lots of T7351X CSA panels. The rather broad range in KIc values
obtained for the narrow range of yield strengths, 2 to 4 ksi, are
attributed to differences in the iron content from lot to lot, 0.08
to 0.13 percent. As the purity level increased, the toughness
increased approximately 10 ksivin. for the L-T and T-L orientations
and about 6 ksivir. for the S-L orientation.

The combination of strength and toughness of these C5A
panels was significantly higher than that of 7175-T7651X and 7175-
T7351X panels which were made and tested under another contract?s
(Figure 40).

One of the T7351X CS5A panels was checked for variations
in toughness of the L-T orientation at the front, center, rear, and
quarter points of the 42-foot length. The spread in KIc values was
1.7 ksiv/in, and, as shown in Table 43, there was also little varia-
tion in the corresponding tensile properties.

c¢. Conclusions

Extruded shapes of 7050-T7651X and T7351X exhibit a higher

. than that of estaklished

combination of strength and toughness, KIc
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comnercial alloy extrusions. Considering identical sections, the
advantage of 7050 in the L-T, T-L, and S-L directions is about 10,
9, and 5 ksivin., respectively.

Large extruded shapes with high aspect ratios develop
levels of toughness equivalent to those of smaller shapes of
comparable thickness.

5. S=N Fatique

a. Laboratory Air

(1) Procedure
The axial-stress fatigue properties were determined with

smooth and notched, K, = 3, specimens of the type shown in Figure 41.

t
Longitudinal and long-transverse specimens were taken from the same
locations in the cross-sections as the tensile specimens., Tests
were made at stress ratios* of R = 40,1 and -1.0 of representative
lots., A sufficient number of tests were made of some lots to
obtain the fatigue strengths between 103 and 107 cycles; at least
three tests were made of other lots at various stress levels for
R = +0.]1 orly. Tests were made in Krouse fatigue machines
operating at 13.3, 25.0, and 28.0 Hz.
(2) Results and Discussion
Smooth Specimens, K, = 1. The results of the fatigue tests

t
of three 7050-T7651X shapes and those for the corresponding shapes

in the T7351X temper are shown in Figure 42 (R = +0.1) and Figure 43

(R = -1.0). The data developed previously for the T7651X temper

. minimum stress
raximum stress’

»
Stress ratio, P
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are represented by the band (R = 0.0) in Figure 42 and a curve for
one lot in Fiqure 43 (R = -1.0). The data for R = +0.1 of both
tempers generally fell within the band for the T7651X shapes,

<32 in. cross-sectional area. There were no discernible dif-
ferences between the fatigue strengths of the two tempers. The
data for R = ~-1.0 (Figure 43) were generally evenly distributed

about the curve for the 1.161-in. thick 7050-T7651X shape.

With the exception of the data for long-transverse
specimens of the 3.5 and 5.0-in. thick shapes, the data for the
five 7050-T7351X shapes having cross-sectional areas less than
43 in.?, Figure 44 (R = +0.1), fell within a band established frem
the data in Figure 42 for the T7651X temper. This band for the
T7651X temper would probably be broader and encompass the long-
transverse T7351X data if it included data for shapes similar to
those of the T7351X temper. The observation that only the narrow
shapes exhibited largedifferences between fatigue lives of the
longitudinal and long-transverse specimens appears to be related to
the differences in the aspect ratios of the shapes. The ratios of
width to thickness for the wider shapes were between 6 and 26 while
those for the 3.5 and 5.0-in. thick shapes were 2.14 and 1.25,
respectively.

The data for the C5A panel, 61.53 in.? cross-section, and

also the 2.93-in. thick shape, 65.37 in.?, are shown in Figure 45
(R = +0.,1) along with a band established from data for the 7050-
T7351X shapes, <43 in.?2 (Figure 44) and Figure 46 (R = -1.0) along

with a curve established from data for the 7050-T7351X section
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263902 (Figure 43). Generally the fatigue strengths for the
large panels fell within the band for R = +0.1 and those for

R = ~1.0 were generally evenly distributed about the curve for

section 263902.

Notched Specimens, K, =3, The results of the fatigue

tests of three 7050-T7651X shapes and those for the corresponding

shapes of 7050-T7351X are shown in Figure 47 (R = +0.,1) and

Figure 48 (R = -1.0). The data for both tempers (R = +0.1) fell

in the same general range as those for the 7050-T7651X shapes

(<32 in.?) tested previously at R = 0.0. At R = -1.0, the data
averaged slightly higher than those for the 1l.16l-in. thick 7050-
T7651X shape. As with the data for smooth specimens, there were
no noticeable differences between the fatigue properties of the two
tempers. This is also indicated in Figure 49 where the data for
the five lots of 7050-T7351X shapes having cross-sectional areas
less than 43 in.? are plotted with a band developed from the T7651X
data in Figure 47. Both the longitudinal and long~transverse data
fell in a narrow range.

The results of the tests of the C5A panels, 61,53 in.?
cross-section, anéd also the 2.93-in. thick shape, 65.37 in.?, are
shown in Fiqure 50 (R = +0.1) along with a band for data of the
7050-T7351X shapes, <43 in.?2 (Figure 49) and Fiqure 51 ( R = -1,()
along with a curve for data of the 7050-T7351X section 263902
(Figure 47). The data for these large shapes tested at R = +0.1
fell in the lower part of the rather narrow band and for R = =-1.0,
the data were in general agreement with the average curve except
beyond about 10° cycleswhere data for one lot fell about 2 ksi below

the average curve for section 263902.
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(3) Conclusions

Extruded shapes of 7050-T7651X and 7050-17351X exhibit
about the same level of fatigue strengths.

Extruded shapes of 7050 with cross-sectional areas
greater than 43 in.2 have fatigue strengths generally equivalent
to those of smaller shapes.

Extruded shapes of 7050 with high aspect ratios have
about the same fatigue strengths in the longitudinal and long-
transverse directions. As with other alloys, shapes of 7050 with
aspect ratios less than 3 can be expected to develop fatigue

strengths, K, = 1, for the long-transverse direction lower than

t

those for the longitudinal direction; for K, = 3, the effect of

t
aspect ratio of shapes does not appear to be significant.

b. Salt-Fog Environment

(1) Procedure

Smooth and notched specimens similar to those used for
the test in laboratory air were subjected to axial stress fatigue
tests (R = 0.0) in a salt-fog environment. Specimens were taken in
the long-transverse direction from most of the lots tested in lab
air. The test sections were subjectad to a 20-second spray of a
3.5% salt solution at 5 minute intervals during tests in 5,000-1lb
capacity Krouse fatigue machines operating at 18.3 Hz.

(2) Results and Discussion
As reported for several 7050 products,> the salt-fog

environment substantially lowered the long life fatigue strength
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of all extrusions (Figures 52 to 54). Failures of smooth specimens
lasting more than a day (1,580,000 cycles) initiated in corroded
areas; for 107 cycles to failure the fatigue strengths of smooth

specimens are equal to those of mildly-notched specimens, K_ = 3,

t
tested in air.
(3) Conclusions

The corrosion-fatigue strengths of the smooth and mildly-
notched, Kt = 3, specimens of the 7050-T7651X extrusions (Figure 52)
are comparable to the scatter band shown for smooth and sharply
notched, Ktalz, specimens.5 1In air the specimens having the
sharp notch would have lower fatigue strengths than specimens
having a mild notch. However, the corrosive environment apparently
negates the difference in notch severity.

The corrosion-fatigue strengths of specimens from the
7050-T7351X extruded wing planks (Figure 54) are equivalent to those
of the other 7050-T7351X extrusions (Figure 53).

The corrosion-fatigue strengths of smooth specimens from
7050-T7651X and T7351X extrusions (Table 61) are equivalent to those
of specimens from plate and hand forgings. The values for notched
plate specimens, Ktzlz, are 1 or 2 ksi lower than those of hand

forgings, thlz, and the various extrusions, Kt = 3 and 212.

6. Fatigue Crack Propagation (Normal AK)

a. Procedure

Fatigue-crack propagation rates were determined using

compact specimens (Figure 55). Data were developed for each temper
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in dry air and moist air. Specimens were taken in the T-L and L-T
orientations, and where possible, in the S-L orientation.

Tests were made in load control in MTS closed loop, servo-
controlled, test systems (Figure 56) at rate of, generally, 15 or
20 Hz; some tests were slowed in the final stages. Humidity was
controlled within test chambers. Dry air (relative humidity <10
percent) was obtained using dessicants; moist air (relative humidity
>90 percent) was obtained by forcing moist air through the chamber.

Fatigue precracks were generally started at R = 0.1 at
maximum test loads used in subsequent R = 1/3 data acquisition. The
final one third of precracking was usually accomplished at test
loads. Visual-crack length measurements were made using low power
magnification (15X) and a series of reference grid lines (0,02 in.)
photographically printed on both sides of the specimen
(Figure 57).

As occurred in some of the previous tests of 7050 extrusions,*
the crack of the second L-T specimen tested grew at an angle to the
transverse direction and finally altered to a longitudinal direction.
To eliminate this behavior, the width of the remaining L-T specimens
was reduced to change the H/W ratio from 0.485 to 0.60.

The rate of fatigue-crack growth, Aa/AN, was determined
from crack length, a, versus number of cycles, N, data evaluating
incrementally the derivative of a versus N. These growth rates
were plotted against the range in stress intensity evaluated at
the average crack length over which the 4a increment was taken.

The expression for stress intensity was:

*See pp 44-45 of Ref. 5 for discussion.
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.61 (Ref. 26)

Y, (H/W=0.6) = 29.€-185.5 2 + 655.7 37 - 1017.0 2 °
’ . . . W . w, . \W

al ¥
+ 638.9‘W ' (Ref. 27)
A, B, W, and H (see Figure 55).

b. Results and Discussion

The fatigue crack growth data are plotted in Figures 58
to 68, There is generally good agreement between overlapping
portions of da/dN-AK data for duplicate specimens, whose tests were
started at different stress intensities. Average growth rates are
summarized in Table 62 along with comparable data from previous
investigations. The effects of specimen size, orientation, en-
vironment, temper, and lot are discussed below.

7050-T7651X Extrusions (Figures 58 and 59)

The results for specimens LT-1 and LT-3, having H/W ratios
of 0.6 and 0.485, respectively, are shown in Figure 58 to be
equivalent.. Accordingly, differing H/W ratios are not considered
in subsequent comparisons of L-T and T-L specimens. Growth rates
tended to be slightly faster for the T-L specimens in both environ-
ments at medium stress intensities; growth rates in moist air were
about three times faster than those in dry air. The rates for both
orientations and environments were comparable to those reporteds for

7050-T7651X extrusions of similar thickness.
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7050-T7351X Extrusions (Figures 60 to63))

For 0.915-in. extrusions, Table 62 shows equivalent
fatigue crack growth rates for the T7351X ard T7651X tempers. For
the thick extrusion, the S-T specimen (Figure 63) exhibited more
of an environmental effect than the T-L specimens at medium stress
intensities and showed slower growth rates than the T-L specimens
at the high stress intensities. In Reference 5, propacaticn for
similar thick 7050-T7651X extrusions was much faster for S-L
specimens at the higher stress intensities.

7050-T7351X CSA Wing Panel Extrusions (Figures 64 to 68)

The variations in composition listed in Table 35 had no
apparent effect on the rate of crack growth; Figures 64 to ¢7 show
relatively small scatter for specimens from two to five lots. In
several cases, little environmental effect is shown at high and
low stress intensities although propagation at the intermediate
levels is substantially faster in tne moist environment. In dry
air, crack growth in the C5A panels was comparable to that in most
T7351X and T7651X extrusions; in moist air, propagation in the C5A
panels was slower at the higher stress intensities than in comparably
oriented specimens of the other extrusions.

The results of an R = 1/2 test s;arted at low crack-growth
rates are rplotted in Figure 68. At low stress intensities, the
rates for the R = 1/2 test are slower than shown in Figure 65 for
tests at R = 1/3. However, for rates above 2x10® in./cycle, the

data fall within the range of results for the R = 1/3 tests.
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c. Conclusion

Fatigue crack-growth rates of the 7050-T7651X and T7351X
extrusions in the L-T and T-L directions are comparable to those

previously reported for 7050-T7651X extrusions.
7. Fatique Crack Propagation (Low 4K)

Additional fatigue crack propagation tests were conducted

to obtain low growth rate data needed for design data requirements
of the C5A and other aircraft. Tests were limited to the CS5A
extrusion (S. 421332) for which the most R=1/3 data were available.
The test matrix given in Appendix Table A-1 included the effects of
orientation and environment on propagation at R=0.1 and 0.5.

The tests were performed at rates of 10 to 50 Hz rather
than 15 or 20 Hz as used for the tests at higher stress intensities.
To facilitate the faster loadings, a smaller 0.25-in. thick specimen
was used (Figure 55). The slower rates were used for portions of
the tests to allow the machines to be operatcd overnight and during
weekends and to maintain satisfactory load response as displace-
ment increased in the latter stages of the tests. There was no
apparent variation with frequency.

The results of these tests, presented in Appendix A,
support the following conclusions.

l. Threshold values of stress intensity, below which
propagation does not occur, were indicated to be about
1.5 ksi/In. and 1.0 ksiv/In. for T-L and L-T specimens,
respectively, at R=0.5 and 2.5 ksi/in. for L-T speci °
at R=0.1.

2. For low growth rates, crack growth was equivalent in

dry and moist air.
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8. Corrosion Characteristics

The corrosion test program included the evaluation of
resistance to exfoliation corrosion and resistance to stress-
corrosion cracking (SCC). The SCC tests were conducted with both
smooth test specimens and linear fracture mechanics-type precracked
specimens, although primary emphasis was placed on the smooth

specimen tests.

a. Procedure

(1) Resistance to Exfoliation

The resistance to exfoliation was evaluated by means of
2 X 4-in. panels machined to the T/2 or T/10 (T7651X temper only)
plane (50 or 10 percent of the section thickness machined from the
surface of the predominant portion of the section) and exposed to
the EXCO test per ASTM G34.28 The EXCO test involves immersion for
a period of 48 hours in a 4 M NaCl + 0.5 M KNO; + 0.1 M HNOj
solution. In addition, similarly machined test panels, 4 x 9-in.,
were exposed to the seacoast atmosphere at Point Judith, R.I.
Specimens exposed to the EXCO test were rated visually using the
photographic standards contained in ASTM G34 (Figure 69).

(2) Resistance to SCC - Smooth Specimens

The resistance to SCC of susceptible alloys and tempers
is most critical in the short-transverse direction relative to the
grain flow pattern; therefore, the majority of tests were made\oﬁ
specimens oriented in that direction. Selected items were also
tested in the longitudinal and long-transverse directions.

Tests were conducted principally with 0.125-iﬁ; diameter

tensile bars meeting the requirements of ASTM E8; 0.750-in. O.D.
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C-ring specimens (ASTM G38-73) were employed when the section thick-
ness precluded use of the tensile bar. The specimens were centered
in the thickress of the predorinant portion of the section, and were
confined to the central third relative to the width of the section.
No specimens were removed in regions containing reinforcing ribs

which could alter the grain flow pattern (ASTM G47-76).

The tensile bars were stressed in triplicate by axially
loading in "constant strain" type fixtures, Ficure 70a, using a
synchronous loading device of the type shown in Figure 70b. C-ring
specimens were also stressed in triplicate to a deflection calcu-
lated to impart the desired tensile stress on the specimen surface.
Longitudinal and long-transverse specimens were stressed at 75
percent of the actual yield strength, while the test stresses for
the short-transverse specimens varied with temper and sequence of
testing. Specimens from all of the T7351X temper sections were
stressed at 52 and 45 ksi, and sections received during the latter
stages of the contract were also stressed at 35 ksi. The specimens
from T7651X temper sections tested previously under Naval Contract
N00019-72-C-0512° were stressed at 45, 35, and 25 ksi (only the 35
and 25 ksi test stresses are included in the tabular data), and
specimens from sections produced under this contract were stressed
at 25 and 17 ksi. The latter level corresponds to 25 percent of
the guaranteed longitudinal yield strength.

Specimens were exposed to three environments: (a) 3.5%
Naél by alternate immersion per ASTM G44-75;2? (b) seacoast atmos-

phere at Point Judith, Rhode Island; and (c) industrial atmosphere
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at Alcoa Center, Pa. Atmospheric tests are scheduled for a
minimum of four years; however, at this time only specimens from
the aforesaid Naval contract have completed exposure periods of
more than 22 months.
(3) Resistance to SCC - Precracked Specimens

Tests were conducted on selected items to determine rates
of SCC propagation as a function of the mechanical crack driving
force, and to estimate the stress-intensity (KIscc) bziow which €CC
will not occur in a specific environment. Bolt loaded double
cantilever beam (DCB) specimens of the type shown in Figure 7] were
employed to determine the SCC propagation rates, and standard com-
pact tension specimens (ASTM E399) were used for tests to estimate
All specimens were of S-L orientation, and were removeé from

Kisce®
the extruded sections at the locations described for smooth specimens

in the preceding section.

Duplicate DCB specimens were precracked in tensior with a
drop of a 3.5 percent NaCl solution being added during the final
stages of precracking. The specimens were then held for a period
of 30 days in a laboratory envircnment with air at 80°F +2°F and
45 percent (+6%) relative humidity. A few drops of 2.5% NaCl were
added to the crack three times each day. Crack growth was monitored
with an ultrasonic detection device developed at Alcoa Laboratories,

and crack propagation rates were determined by calculating the

average growth rates over both 15 and 30-day periods. Stress-
intensities were calculated as a function of crack opening

displacement (COD) anc crack length using the formula
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developed by Hyatt.30 These data were used in the manner explained
later to deternine the initial load levels for "crack-initiation"
tests of compact tension specimens.

Fatigue precracked compact tension specimens were loaded
with elastic rings and immersed in an inhibited and buffered NaCl
solution of the formula: 0.6 M (3.5%) NaCl + 0,02 M Na,Cr,0, + 0.07
M NaC,H30, + HC,H30, to pH 4.C. A typical ring-loaded setup is
shown in Figure 72. The load rings and clip gauges were instrumented
with strain gauges, and both load and crackopening displacement (COD)
were automatically monitored every 8 hours with a multichannel
digital strain indicator. These readings were printed on a tele-
type and punched on paper tape for subsequent compu.er analysis.
Complete details of the test procedure are given in a paper pre-
sented at the 1974 Tri-Service Conference on Corrosion of Military
Equipment.3l

b. Results and Discussion

(1) Resistance to Exfoliation

All of the extruded sections showed a high resistance to
exfoliation in the EXCO immersion test, showing only pitting or minor
exfoliation of the degree E-A (Figure 69) when tested at either the
T/10 plane (T7651X temper) or midplane (T7651X and T7351X tempers)
of the section.

Tests of 7075 and 717832¢33 jp a seacoast atmosphere have
shown the development of minor exfoliation (degree E-A) in this
aggresive accelerated test to be of little practical significance

for similar products. It is expected that it will be shown to be
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equally insignificant for alloy 7050 products with the attainmert
of more lengthy atmospheric exposure.

At the time this report was prepared, tests cof alloy
7050-T7651X and T7351X extruded sections had progressed for periods
of 9-42 months in the seacoast atmosphere with no evidence of
exfoliation attack.

(2) Resistance to SCC - Smooth Specimens

The results of accelerated tests of the 7050-T7351X and
T7651X extruded sections are listed in Tables 63 and 64, respec-
tively; and the staturs of atmospheric tests of selected sections
is shown in Tables 65 and 66. Since the majority of the atmos-
pheric tests are of relatively short duration, the following dis-
cussion of test results will pertain exclusively to the accelerated
test data.*

T7351lX Temper. Longitudinal and long-transverse specimens

showed a high degree of resistance to SCC. Only one 84-day test
failure occurred among specimens from the seven sections tested,
and microscopic examination showed that it was associated with
severe pitting and transgranular cracking not typical of SCC.

The short-transverse SCC performance had not been estab-
lished at the inception of this contract, but it was expected to
be comparable to 7075-T7351X sections which are required to pass
a 30-day test at 75 percent of the specified yield strength (~45 ksi).
Ten of the thirteen sections performed as expected; one section
(die No. 263902) failed the 30-day test but survived the 20-day ex-

posure period specified in the recently approved standard recommended

*See Appendix C for relationship of microstructure to SCC test
performance.
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practice for SCC testing of 7XXX alloy products (ASTM 647-76);3“
the remaining two sections (cie No. 900102) did not survive the
20-cday test period.

The short-transverse SCC performance of the relatively
wide shapes appeared to be influenced by the total cross-sectional
area; i.e., shapes with areas less than 43 in.?, proviced the
expected resistance to SCC at higher strengths than did shapes with
areas of 61 to 66 in.?. This was illustrated graphically in

Figure 73 by a summary of log time to failure as a function of

longitudinal yield strength over a wide range of strengths for alloy
7050 extrusions tested at a sustained stress of 45 ksi. (Sections
which had been fabricated under conditions that would be atypical
of routine plant procedures were not included.) Prior analyses have
shown that such graphical summaries typically exhibit three regions
of behavior:

(1) High strength regions characterized by rapid SCC failure.

(2) Low strength regions characterized by long time failures
that tend to occur by mechanisms other than intergranular SCC.

(3) Intermediate strength regions over which there is a
region of transition from rapid SCC failures to long time failures.

The latter region is of particular interest in deter-

mining the level of yield strength at which the time to failure
would be expected to exceed a specific time period. A line drawn
to show the lower bound of the data in the transition region for
shapes of less than 43 in.? in cross-section indicated that these
shapes should pass a 30-day test at a stress level of 45 ksi when

aged to strengths as high as 68 to 62 ksi. On the other hand, this
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line approximated only the median performance of the large €1 to

66 in.? secticns. The lower bound of the transiticn revion for larger
sections would be shifted toward lower strencths than that shown for
sections less than 43 in.?, but the actual position carnot be accu-
rately estaklished without additicnal testing. It is also possible
that the lower bound for sections less than 43 in.? would also shift

if more tests were made of items with a yield strength of about 68 ksi.

T7651X Temper. Longitudinal and lonu-transverse specimens

showed good resistance to SCC. Long time failures (58-84 days) were
encountered with specimens from four of the six sections tested,

but the failures again resulted from severe pitting arnd transgranu-
lar cracking not typical of SCC.

Short-transverse specinens from the various sections also
displayed the expected level of resistance to £2C (the stated con-
tract goal was a resistance superior to that or 7075-T651X). Seven
of the nine sections tested passed the 30-day test at a 25 ksi
stress level. Specimens from the remaining two sections failed
in less than 20 days at the 25 ksi test stress but passed the 30-
day test at a slightly lower stress of 20 ksi. 1In contrast,
specimens from 7075-T651X extrusions stressed at 20 ksi would ke

expected to fail in less than one week.
A graphical summary of accumulated SCC data over a wide

range of strengths was also made for specimens tested at the 25 ksi
stress level. This summary (Figure 74) showed that sections should
pass a 30-day test at the 25 ksi stress level when aged to strengths
as higyh as 74 ksi. There were no observed differences in performance
due to cross-sectional area, although it should be noted that only
two shapes with cross-sectional areas in the 61 to 66 in.? range

have been tested.
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(3) Resistance to SCC - Precracked Specimens

Bolt-Loaded DCB Specimens. The identification of the

items selected for testing by this method and a summary of the SCC
growth rate data are given in Tables 67 and 68. A summary of the
SCC growth curves is shown in Fiqgure 75 by a cross-hatched band for
cach temper which is bounded by the highest and lowest graph obtained
for that temper. (Individual crack growth curves for all test
specimens are shown in Appendix B, Fiocures 1-12). Photographs and
micrographs illustrating the intergranular nature of the SCC growth
in both the T7351X and T7651X temper sections are shown in Figures
76 and 77.

It is generally acreed that to fully characterize the
resistance to SCC by this test method a complete curve of the SCC
growth rate as a function of the instantaneous stress intensity
factor, KI' is required. Rearession analyses were made of the
crack length as a function of exposure time to obtain the best
fitting curves from the raw data. Growth rates were then obtained
by differentiation of the reqression equations. The K-Rate curves
obtained by this procedure had typical shapes for a few of the
materials but were very erratic for the others and generally not
useful for estimating the approximate "plateau" SCC growth rates,
(Sanple graphs are included in Appendix B, Figures 13-16). This
difficulty has been previously experienced in tests of other materials
with improved resistance to SCC for which the crack growth curves

have various forms and frequently appear to be stepped. Several
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methods of smoothing the crack growth curves have Leen tried with
varying degrees of success. For the data obtained in this test
program, approximate "plateau”" velocities for the K-Rate curves wer
were Getermined by a procedure that is believed to best represent
the initial sustained SCC growth in these materials. This involves
simply a calculation of the overall average rate of growth taken

over the first 15 days of exposure.3S

The SCC growth curves for T7351X temper shapes were fairly
straight with no definite arrests, although there were steps in
some instances. Such steps could ke indicative of tendencies for
the cracks to arrest but pushed on by the wedging action of cor-
rosion products formed close to the crack tip. Average l5-day
growth rates ranged from 1.6 to 3.5 x 10-" in./hr for five sections
and was 6.1 x 10-“ in./hr for one exceptional section (growth curve
shown as upper bound for T7351X in Figure 75). The performance of
the DCB specimens of this item seems anomalous and it is planned to
perform a retest. The growth curves for T7651X shapes had average
15-day growth rates of 4.5 to 8.5 x 10~" in./§f, and after about 15
to 25 days, the curves started to bend over as though approaching
arrest; however, no defirnite arrests were achieved. Because
definite arrests of SCC were not obtaired, and because of a strong
suspicion of corrosion product wedging, it was not possible to
obtain good estimates of threshold stress intensities. Although
SCC growth data are not available for extrusions of other alloys

for comparison with these data, it is considered significant that
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the crack growth for the 7050-T7651X and T7351X extrusions was
intermediate between that developed in 7075-T651 and T7351 plate,
as shown in Figure 75.

The K;-Rate data for the 7050-T7351X and T7651X extrusions
are shown in Figure 78 in comparison with data for plate of 7075-
T7351, 7075-T651, and 7079-T651. A dashed line indicates the upper
bound for the T7351X data if the anomalous test results for the
3.5~-in. x 7.5-in. section arenot included. Although reliable thres-
hold stress intensity factors for SCC cannot be obtained from this
graph, it appears that for these T7 temper extrusions of 7050 alloy
both the threshold stress intensity and the SCC growth rates at
high stress intensity levels are definitely more favorable than for
7075-T651 and 7079-T651.

Ring-Loaded Compact Tension Specimens. As a result of

the difficulties in estimating K by the "crack-arrest" procedure,

Iscc
a limited number of additional tests were conducted by the "crack
initiation" procedure3! to estimate threshold stress intensities
for both T7351X and T7651X temper shapes. Table 69 identifies the
sections tested and summarizes the results of the ring-loaded SCC
initiation tests.

The levels of stress-intcnsity to be applied in the ring-
load tests were determined from graphs of the DCB data showing the
decrease in stress-intensity with exposure time (Figure 79). Levels

which would be expected to be above and below the suspected thres-

hold stress intensity factors were selected in the manner shown
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and were expressed as a fraction of the initial stress intensity
calculated for the DCB specimen. The compact tension specimens

. These

were initially loaded to similar percentages of KIc

target values were between 70 and 95 percent of the critical stress
intensity (KIC) for the T7351X temper materials, and between 40 and
65 percent for the T7651X temper section (data for the second
T7651X temper section were generated under a prior contract®). As
can be seen from Table 69, the calculated initial stress intensity
factors (KIi) were usually slightly higher than the target values
due to the different methods used to determine initial crack length
The calculated crack lengths are considered more accurate since
they reflect an integrated average crack length based on measure-
ment of load and COD as opposed to an estimated value based on side
measurements.

The crack length at fracture was usually clearly defined
and, in general, the crack length measured on the fracture surface
was close to the calculated value. Differences larger than about
0.04 in. for certain specimens exposed more than 2000 hours can be
attributed to long term drift in the clip gauge readings, and in
these cases the calculated Kig values were considered to be in
error. The stress intensity level at fracture was usually about
equal to or slightly higher than KIc' as would be expected.

Insight into the behavior of each specimen during test
can be obtained from the load and COD versus time plots and com-~

puter print-outs shown in Appendix B (Figures 17-42).
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Specimens from the T7351X temper sections fractured at
relatively short times when loaded to 85 percent of KIc or greater,
while specimens loaded to 70 or 75 percent had not fractured after
2800-3000 hours. However, the recorded COD readings for the latter
specimens indicated that a small amount of crack growth was occur-
ring and fractographic examination of the specimens, which were
removed from test and broken apart, showed this growth to be
intergranular and typical of SCC.

Nearly all of the specimens underwent an incubation period
during which no crack growth occurred at the beginning of the test:
the duration of this period increased with decreasing applied stress
intensity, and for the specimens loaded to 70 and 75 percent KIc
ranged from about 200-800 hours. Crack growth then progressed very
slowly, on the order of 6 x 10”5 inches per hour, over the remaining
2000 or more hours of exposure. Therefore, it was concluded that
these levels of KIi were just slightly above the threshold stress-
intensity factor for the sections tested by this procedure.

Specimens from the T7651X temper section loaded to KIi
values of 65, 50, and 40 percent of KIc all showed significant crack
growth which metallographic or fractographic examination confirmed
to be SCC. Growth began in the specimen loaded to 40 percent KIc
after approximately 360 hours and progressed at a rate of 3.5 x 10-5
inches per hours. Fracture had not occurred when the test was
terminated at 2300 hours, again suggesting that this specimen was

loaded very slightly above the threshold stress intensity.
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The levels of KIscc estimated from the results of the

ring load "crack-initiation" tests are listed below together with

similar values for alloy 7075-T651 and T7351 plate determined

previously:3!
Estimated K

Sample - Iscc
Number Temper Ic ksivin.
421132-2 T7351X 70-75 ~v15
421333 T7351X 70-75 215
421336 T7351X 65-70 ~18
421443 T7651X 35-40 n 7
7075-T651 Plate (2.5 in.) 20 v 4
7075-T7351 Plate (2.5 in.) 85 ~18

In considering the above estimates of K it should be noted that

Iscc’
the corrodent utilized for the ring load tests has been shown to
induce corrosion product wedging in tests of other aluminum alloys
after exposure of about 600 hours. It is conceivable that similar
wedging may have occurred prior to crack-initiation in specimnes
from samples 421132-2 and 421336 which experienced incubation

periods of 500 and 800 hours, respectively. If so, the estimates

of K would be slightly low for these samples.

Iscc

The K values listed above provide a quantitative

Iscc
measure of the relative resistance to SCC that assists in the
ranking of alloys and tempers, but these data are not recommended

for use in design. The apparent K values for a given alloy

Iscc
and temper can vary between samples of the same size and shape and
also between samples from different shapes. They are also depend-

ent upon the specific test conditions, especially the nature of the
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corrodent and possible extraneous effects such as wedging by cor-
rosion products. At present there are no data to relate estimates
of threshold stress intensities in accelerated tests with those

in atmospheric environments for the alloys investigated in this
program,

{(4) Comparisor of Test Results for Precracked
and Smooth SCC Specimens

In order to compare the DCB and the smooth tension specimen
test results, the 15-cay average SCC growth rate data were arranged
in a special table, along with the smooth tension specimen SCC
test data in order of increasing longitudinal yield strength; the
electrical conductivity, section thickness, and cross-sectional areas
also were included (Table 70). It is evident that the two types of
SCC test data are ir agreement in broad differences that characterize
the T7351X and T7651X tempers, except for the anomalous DCB test
results for cne of the T7351X temper items. For the T7651X temper,
the SCC growth rates paralleled the failure data from the tensile
bars, but neither type of SCC data paralleled the progressive changes
in yield strength and electrical ccnductivity. This incongruity no
doubt is a result of the grouping of various lcts and extruded shapes
together to represent that temper. 1In the case of the T7351X
temper, where there were included three lots of the one shape (l.8-in.

x 27.36-in.), there was good parallelism of the two types of SCC
data with the changes in yield strength and electrical conductivity

for that shape.

In the previous section on SCC test results for smooth

specimens, it was reported that wide T7351 temper shapes with a
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cross-sectional area of 61-66-in.? were rnot as resistant to SCC on
an equivalent strength basis as those with an area less than 43-int2
(Figure 73). This trend cannct be confirmed with the SCC growth
rate data from the precracked specimens, however, Lecause of too

few tests of sections with the same strength level.

c. Conclusions

The following conclusions are based on rpredictive acceleratec
corrosion tests performed in accordance with ASTM standards:

1., Extruded 7050-T7351X and T7651X sections in all shapes
and sizes will provide a high resistance to exfoliation corrosion
in anticipated aircraft service environments similar to that of
7075-T7351X and T7651X, respectively.

2., Extruded sections of 7050-T7351X have a high resistance
to SCC similar to that of 7075-T7351X.

3. Extruded sections of 7050-T7651X will provide not cnly a
high resistance to exfoliation but alsc an improved resistance to
SCC compared to that of 7075-T651X.

4. Limited tests indicate that wide extruded sections with a
cross-sectional area greater than abtout 6l1-in.? may have a slightly
lower cormbination of strength and resistance to SCC than when the
cross-sectional area is less than 43-in.2,

S. Stress-corrosion crack propagation rate data obtained from
tests of mechanically precracked DCB specimens showed general trende
similar to those obtained from tests of smooth tension specimens, Lut
further evaluation of this method with highly resistant materials is

required before it should be recommended as a primary method of testing.
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V. ESTABLISH SPECIFICATIONS AND QUALITY CONTROL PROCEDURES

1. Lot Release Criteria

a. Minimum Electrical Conductivity and Maximum Yield Strength

Comprehensive analyses were performed on the accumu-
lated data for alloy 7050-T7XXX extruded shapes to determine
appropriate levels of strength and electrical conductivity for
sections that demonstrate the resistance to SCC and exfoliation
corrosion expected of the T7351X and T7651X-type tempers. It was
considered that the T7351X temper should be capable of completing
a 30-cday, 3.5% NaCl alternate immersion test when stressed in the
short-transverse direction to a level of 45 ksi (75% GYS), and that
the T7651X temper would show exfoliation corrosion less than the
degree E-B (Figure 69) at the T/10 plane when tested in accordance
with ASTM G34-72. Consideration was also given to the level of
SCC performance that would be expected of T7651X temper sections
that developed the stated resistance to exfoliaiton.

T7351X Temper

To determine the levels of electrical conductivity and
longitudinal yield strength that would be commensurate with the
stated SCC requirement, the SCC test results from Figure 73 were
plotted in a form that would show a relationship to these properties
(Figure 80). Data for the wide extrusions with cross-sectional
areas of 61 to 66-in.? were not included since their SCC resistance
was not consistent with that of the remaining sections. Each point
in Figure 80 represents a lot, and is coded to show the SCC test

results for three or more test specimens. It was shown in Figure 73
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that shapes with cross-sectional areas less than 43-in.? and
longitudinal yield strengths of about 62 to 69 ksi completed the
30-day SCC test at the 45 ksi test stress. It can be seen in
Figure 80 that at a yield of €9 ksi the average electrical con-
ductivity would be about 41% IACS.

Statistical analyses of the data indicated that if the
electrical conductivity were 41% or higher, the probability of a
test specimen failing the 30-day SCC test would be less than 5%
(90% confidence level), and there would ke no need tc impose a
maximum on the yield strength. Also, the SCC test performance vould
be at least as good for lots with & conductivity in the 40.0-40.9¢%
IACS range provided the yield strength did not exceed 69 ksi. The
cdashed line in Figure 80 indicates the lot release criteria recom-
mended by Alcoa?? for 7050-T7351X extruded shapes up to 5 inches
thick. Stress-corrosion tests of additional lots with cross-
sectional areas greater than 43-in.’ are needed before ar appropriate
SCC test stress level for these larger sections can be estaklished.

The SCC performance of specimens from extruded shares
conforming to these criteria is illustrated in Figure 81 (each
point represents a single test specimen).

T7651X Temper

Graphical aralysis similar tc that descriked akbcve
(Figure 82) showed that all sections (regardless cf cross-sectioral
area) aced to yielé strengths of 79 ksi or less showed the desired
resistance to exfoliation (less than the degree E-B), ard that the
average electrical conductivity of sections aged to that strength

would be about 39% IACS.
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Statistical analyses of the data indicated that if the
electrical cornductivity were 39% cr higher, the extruded shape
woulc have a high probability of ccmpliance with a corrosion capa-
bility requiring exfoliation less tharn the degree E-B when tested
at the T/10 plane in the EXCO test, and there would be no need to
specify a maxirum yvield strerngth. The cashed line in Figure 81
incicates the lot release criteria recommended by Alcoa?? for
7050-717651X extruded shapes up to 5 inches thick.

The SCC performance of specirens from extruded shapes
conforming to these criteria is illustrated ir Figure 83, It is
apparent that all sections will not complete a 30-day SCC test when
stressed at 25 ksi. All extruded sections of 7050-T7651X tested
to date completed the SCC test when stressed at 20 ksi, but there
have rot been sufficient tests to develop the desirec¢ confidence
at this level. ILlcoa is willing to guarantee that short-transverse
specimens stressed at 25% cf the tentative guaranteed lorgitudinal
yield strength (~17 ksi) are capable of passing the 20-day test per
ASTM G47-76,20

b. Minimum Tensile Properties

Experience has incdicated that a 9 to 10 ksi spread between
raxirun and rminimum longitudinal yield strengths of 7XXX extrusions
can be obtained with close controls. Consequently, tentative minimum
longitudinal yield strengths were established at levels 9 or 10 ksi below
the maximum strengths which provided the desired corrosion charac-
teristics. Minimum tensile yield strengths of 69 ksi and 60 ksi,

respectively, were tcntatively established for 7050-T7651X and
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7050-T7351X extrusions regardless of thickness., Mininum ultimate
tensile strengths were established at levels 10 ksi higher from
ratios of tensile ultimate to tensile yield strengths. Minimur
elongation values of 7 and B percent in 2 inches were estaklished
Ly inspection of available data.

c. Fracture Toughness

The level of fracture toughness developed in the L-T and
S-L directions of 7050 extrusions depended on yield strergth,
impurity level, fabricating practice, section thickness, anc
producer. The data in Tables 57 through 60 and the ploct of ch
versus yield strength in Figure 39 indicate that any properly
fabricated Alcoa 7050-T7351X extrusion is capable of developing L-T

and S-L K values 232 and 16 ksiv/In., respectively. The data also

Ic
indicate that any properly fabricated Alcoa 7050-T7651X extrusion

is capable of developing L-T and S-L KIc values >27 and 13 ksivin.,
respectively. Some extrusions are capable cof developing slightly
higher toughness in the &-L direction.

The level of toughness in the T-L direction depended more
heavily on product thickness and alsc on section aspect ratic (width/
thickness). The data indicate that any properly fabricated Alcoa
7050-T7351X and T7651X extrusions <2 inches thick are capable of
developing T-L K; values >28 ksi’/in. ard 23 ksi’in., respectively.
For thicker sections, the capabilities decrease with decreasing
aspect ratio until they approach those of the S-L directicn.

Alcoa is willing to guarantee these values providec that

they perform tests per ASTM E399. That other producers will also be
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able to guarantee the same levels after they gain experience is
crticipated.

2. Summary

The exfoliation corrosion, stress-corrosion, and fracture
toughness characteristics of 7050-T7651X and T7351X extrusions are
presented in Table 71 along with associated electrical conductivity
values and tensile properties that are recommenced as lot release
criteria. 2lcoa prcposes that material having a cross-sectional
area less than 43 in.? be released for shipment on the basis of
meeting the electrical conductivity values, tensile properties, and
fracture toughress values shown ir this table. Stress-corrosion
tests of larger sections (stress level to be negotiated) must be
performed until sufficient data are generated. Alcoa also anticipates
that enough confidence will soon ke gained in secondary indications
of fracture toughness (e.g., ratio of notch tensile strength to
yieléc strength) so that in the future the expensive KIc test can be

eliminated as a lot release criterion.

3. Other Pertinent Specifications

ASTM B557 is appropriate for specifying sampling and test
procedures for determination of tensile properties. Specimens for
determining RIc should be removeé from locations adjacent to the
tension test coupons.

ASTM B342 is appropriate for specifying test procedures for
determiring electrical conductivity by the eddy current method.

Test location is specified in Table 4.3 of the 1976 issue of Aluminum

Standards and Data by the Aluminum Association.
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MIL-I-8950 is apprcpriate for specifying ultrasoric
inspection procedures.

4. gualification Procedure

It is recommended that each producer qualify his processing
by testing three lots in the EXCO test (ASTM G34-72) and/or the alter-
nate inmersion stress-corrosion test (ASTM G47-76). After these
tests are successfully comypleted, it is recommended that the
capability to develop the exfoliation ané stress-corrcsion charac-
teristics ke evaluated using tensile tests and electrical cecnduc-

tivity measurements.

5. Heat Treatment Recommepdations

No investigation was made of soluticn heat treatment and

first-step elevated temperature precipitation heat treatment practices,
so no recommendations car. be made from the results of this contract.
Second-step precipitation heat treatment practice, however, was
investigated. Any practices which provide tensile properties and
electrical conductivity values which fulfill the lot acceptance
criteria are acceptable. Seccnd-step treatments of 8 hours at 350°F
for 7050-T7651X and 12 hours at 350°F for 7050-17351X extrusions are
recommended as nominal practices at this time. After production
experience is acquired, the nominal times may have to be modified.
To assist in selecting alternate nominal practices,
equivalent second-step aging time for second-step precipitation
treatments at temperatures between 300 and 360°F may be determined

by use of the following equation:



32562

e T+ 460 ' (5)

= t350/exp 40.2 -

where: ticn - ominal aging time at 350°F

T

1

temperature in °F,

nl

time at desired aging temperature.

The value of exp 40,2 - T355260 may be taken from Figure 84 or
may be calculated. For example, the equivalent time to age 7050 at
325°F when the nominal aging practice is 8 hours at 350°F is de-

termined as follows:

32562 -

t325 = 8/exp 40.2 - I35 7 460 29 hours.

Deviating from the rominal aging temperature by more than
about 5°F or neglecting to compensate for aging during heating to
the soak temperature can lead to the development of strength and
electrical conductivity values outside the lot reclease criteria
limits. Consequently, compensation either manually by the furnace
operator or automatically by an Alcoca patented process* is

reccmmended.

Vi. CONCLUSIONS

1. Commercial quality 25 and 35-inch diameter 7050 ingot can be
cast successfully under production conditions.

2. The ingots can be readily fabricated into both simple sections

and aircraft shapes.

*U.S.P. 3645804,
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6.

Extrueion temperature, extrusion ratic, and section csize and
shape affect the combination of strength, toughness, and
resistance to stress-corrosion cracking that can be develored
in the extrusions. Sections up to 43 in.? cross-section, havinag
low ratios of width to thickness (aspect ratic) and fabricated
at a high extrusion temperature with a high extrusion ratio
develop the most attractive combinations of these prorerties.
All 7050 extrusions, however, can be heat treated to develop
the following combinations of properties in the T7€51X and
T7351X tempers, respectively:

(a) Strength approaching that of 7075-Ts51X in thin sections
and exceeding it in thick sections; high resistance to
exfoliation corrosion; improved resistance to stress-
corrosion cracking; and higher toughness.

(b) Strength higher than that of 7075-T7351X; high resistance
to exfoliation corrosion; comparable resistance to stress-
corrosion crackinc; and higher toughness.

Wide extrusions with a cross-sectional area greater than about

61 in.? may develop a slightly lower combination of strength

and resistance to stress-corrosiorn cracking than those with a

cross-sectional area less than akout 43 in.’?.

Temper, thickness, and section size of 7050-T7651X and T7351X
extrusions affect the valuve of ratics of secondary desicn
mechanical properties to tensile strengths.

Fatigue characteristics of both 7050-T7651% and T7351X
extrusions were comparable tc the fatique characteristics

of previously tested 7050-T7651X extrusions.
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TABLE 11

LONGITUDINAL YIELD STRENGTH AND ELECTRICAL CONDUCTIVITY

OF 1.5-INCH X 7.5-INCH RECTANGULAR
ALLOY 7050 EXTRUSIONS

2nd-
Extr. Step Front Rear

Extt. Temp' Agel Et LY} oede ¢ ] L) [ e
S. No. Ratio b hr* $ IACS ksi $ IAC ksi
437682-6 32 780 6 35.8 87.6 35.8 86.8
-1 8 37.3 83.7 37.3 B3.5
-3 15 39.0 78.5 39.2 77.2
-5 20 40.1 73.1 39.9 74.2
-2 24 40.1 73.1 39.9 72.6
-4 32 41.1 €8.0 40.8 69.3
437679-6 32 600 6 37.0 85.2 36.7 86.5
-1 8 37.7 82.3 37.2 83.8
-3 15 39.9 76.2 39.6 77.4
-5 20 40.6 69.5 40.3 71.6
-2 24 40.4 70.6 40.6 ¢68.8
-4 32 41.5 64.4 41.5 66.5
437680-6 32 610 6 35.4 86.9 35.4 86.9
-1 8 36.4 84.3 36.1 85.1
-3 15 38.4 78.6 38.4 78.5
-5 20 39.4 73.9 39.1 75.6
-2 24 39.6 73.4 39.6 72.3
-4 32 40.4 69.3 40.4 68.3
437681-6 32 600 6 35.5 8¢6.8 35.5 87.3
ol 8 37.1 83.2 36.9 83.8
-3 15 38.9 78.5 38.9 76.7
-5 20 39.6 73.6 39.4 74.4
-2 24 39.7 72.8 39.4 73.9

-4 32 40.8 6705 ‘°a3 71.
437678-6 9 820 6 36.7 81l.4 36.4 82.2
-3 15 37.9 72.6 39.7 73.9
-2 24 40.5 67.8 40.1 69.5
-4 32 41.5 63.7 41.4 63.4
437677-6 9 600 6 35.5 80.7 35.1 8a2.8
-3 15 38.9 75.1 38.5 74.4
-2 24 39.9 68.8 39.3 69.5
-4 32 40.4 66.7 40.1 65.4

*hours at 325°F.
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TABLE 12

LONGITUDINAL YIELD STRENGTH AND ELECTRICAL CONDUCTIVITY
OF 2.7-INCH X 4-INCH RECTANGULAR
ALLOY 7050 EXTRUSIONS

2nd-

Extr. Step Front Rear
Extr. Temp, Age, E. C.., ¥.S., E. C., Y.S.,
S. No. Ratio °F hr* $ IACS ksi % IACS ksi
437686-6 32 775 6 36.1 88.0 35.8 89.1
-1 8 36.9 n.d. 36.3 87.1
-3 15 39.5 77.4 39.3 79.2
-5 20 40.0 74.6 39.7 76.2
-2 24 40.3 72.9 40.4 73.4
-4 32 40.8 69.5 40.8 70.3
437685-6 32 610 6 35.6 88.9 35.4 87.9
-1 8 36.6 85.7 36.0 88.1
-3 15 38.8 78.5 38.4 8l1.0
-5 20 39.6 74.6 39.6 74.1
-2 24 39,5 74.4 40.0 73.6
-4 32 40.7 68.2 40.3 71.8
437684~6 9 810 6 35.5 86.8 35.6 87.6
-3 15 39.5 77.4 39-1 78.1
-2 24 40.3 71.6 40.1 72.6
-4 32 41.2 66.7 40.5 70.0
437683~-6 9 610 6 34.9 88.0 34.9 88.4
-3 15 38.6 79.5 38.4 79.0
-2 2‘ 40.2 7304 3902 75.0
-4 32 40.5 70.0 40.5 69.3

*hours at 325°F.

n.d. = not determin¢d due to instrument malfunction.
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TABLE 27

EXTRUSION PRESS DATA (21-INCH CYLINDER)

Billet
Cylinder Billet Size,
Alcoa Lab Size or Temp, Temp, dia x 1,
S. No. Sect. No. °F °F in.
429204 231372 730 700 21 x 32
429205 213592 730 700 21 x 18
429206 1.5"x7.5" 725 680 21 x 18
429207 3.5"x7.5" 730 600 21 x 28
429208 5.0"x6.,25" 730 610 21 x 40
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TABLE 39

RESULTS OF TENSILE TESTS ON 7050-T7351X SPECIMENS FROM
SECTION 291812 - S. NOS. 421132-1 AND 421132-2

T.S., Y.S., % EL., R OF A,

SPECIMEN NO. ksi ksi 2-1IN. % DISCONTINUITY
421132 1-L1A  77.6 . 69.2 12.0 32 Yes
1-L4A  77.3 68.1 13.0 34 No
2-L2A 74.9  64.9 12.5 30 Yes
2-L3A  74.%6 64.7 13.0 3l Yes
L 77.2  68.5 12.0 31 No

NOTE: All tests in longitudinal direction.
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7050-17(51%

e ———
ALLOY SPECIFICATION

r

FORM Extruded chapes
TEMPER 76510, 17€511
CROSS-SECTIONAL AREA, in2
THICKNESS, in { : .750-]1.000-] 1.500- 2. oot~ | 2. 50¢ [ % 000.
U <ok Ly W 099 | 14499 1,99 ] , 499 J99 13,992 1
BASIS entative
MEQHANI%A], PROPERTIES
fu, ksi L ) 79 79 2 79 73 72
LT 7 7C 75 74 3 A 9
_ST
F'!l ksi L ) @0 (&%) ¢ Yy ) ‘y 9 B
ET (F 7 7 ¢ s [an €3 1 50 |
ST |
Pey, ki L ) ) €9 €9 €9 €9 9 €9 €5
LT gl 70 4 7 €8 ¢7 ,
ST
F’" !!i hy 4L 43 43 K] 43 4z hi
Phru.k8i  e/D=I. 5] 11¢ e | o115 115 | 114 11 110 103
¢/022.0f 151 150 1t 1LG 148 14¢ 154 13€
Thry, ksi 0/0:1.5] % % TEN % | 0 | & F1
¢/D=2.0f 111 11¢ 110 109 108 105 102 ¥
¢, psr cent L 7 7 7 7 :
ol - - -1 [ -1 T 111
ST ]
E, 10° ksi 10,3
€., 10%ksi T
G, 10° ksi 3.9
J7) 0,33
]
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ALLOY SPECIFICATION

FORM

TEMPER

CROSS-SECTIONAL AREA, ind

THICKNESS, in.

{

BASIS ) e
MEQNANISAL PROPERTIES
tu, ksi L
LY
Fty, ksi L
LT 7
Foy, ksi L
LY
Py, ksi : 2
Foru. ksi 9/D=1.3 1 191 1 ) )
¢/D=2.0 1 13 1 1 1 11
Phry, kei 9/Ds1.5 3 :
¢/D*2.0 , Ea!
e, por cont L
LY - 1 -- e -- -
E, 10° ksi
'Efc, 103 ksi 1
G, 109 ksi

y
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S.388511-C3

Figure 4 7050 - 25 inch Diameter Ingot, S388511-C3
Top End
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44733 EXTRUDED AT BOOF, FRONT

AGVEI EATRUDED AT BOO™ RBEAR

ALCOA SECTION 263902
ALLOY 7050 EXTRUSIONS

Figure 6  Shows No Significant Effect of Extrusion
Temperature on Macrostructure
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SURFACE

MIDPLANE

$-427232 -ALCOA SECTION 263902 - ALLOY 7050
LONGITUDINAL SECTION - POLARIZED LIGHT - 100X

Figure 7a Microstructures at Surface and Midplane Near the Front
of an Alloy 7050 Extrusion Fabricated at 750°F

Comparison with Figure 7c Reveals No Signthcant Effect of a
50°F Difference 1n Extrusion Temperature on the Depth of the
Coarse Layer of Recrystallized Gramns That is Characteristically
Found on the Surface of High-Strength. Heat Treatable Aluminum
Alloy Extrusions. and No Etfect on the Sub-Surface Structure
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Figure 7b

SURFACE

MIDPLANE

S-427232 - ALCOA SECTION 263902 - ALLOY 7050
LONGITUDINAL SECTION - POLARIZED LIGHT - 100X

Microstructures at Surface and Midplane Near the Rear
of an Alloy 7050 Extrusion Fabricated at 750 F

Companison with Figure 7d Reveals No Etfect of a 50 F
Ditterence in Extrusion Temperature on the Depth of the Layer
of Coarse Recrystallized Grains and on the Sub-Surface
Structure Comparnison with Figure ¢ Reveals That the Layer

of Coarse Recrystalized Grains is Thicker in the Rear Than the
Front This Ditterence 1s Charactenistic of High-Strength Aluminum
Alloys Extruded by the Direct Process
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T w G o oo i T

MIDPLANE

S-427231 -ALCOA SECTION 263902 - ALLOY 7050
LONGITUDINAL SECTION - POLARIZED LIGHT - 100X

Figure 7c¢  Microstructures at Surface and Midplane Near the
Front of an Alloy 7050 Extrusion Fabricated at 800°F
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Figure 7d

SURFACE

—— e —— e Se— ——— . cxr re——
e R . =

MIDPLANE

S-427231 -ALCOA SECTION 263902 - ALLOY 7050
LONGITUDINAL SECTION - POLARIZED LIGHT - 100X

Microstructures at Surface and Midplane Near the Rear
of an Alloy 7050 Extrusion Fabricated at 800°F
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4 3/4 (17/8 MIN.)

2 3/8 (15716 MIN.) 2 3/8 (15716 MIN.)
[ ot -

!‘I EIIG{UBMIN.L-I /16 (I/8 MIN.),

<
(=]
3/8R < g R< 0005 3/8 R
1]
m

ALL DIMENSIONS ARE IN INCHES 634/ ALL OVER

NOTE : TO OBTAIN SHORT-TRANSVERSE SPECIMENS, THE OVERALL LENGTH
MAY BE REDUCED BY SHORTENING THE REDUCED SECTION, THE
MINIMUM DIMENSIONS ARE SHOWN IN PARENTHESES.

Figure 8 Notch-Tensile Specimen
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Figure 9a Macrostructures of Alloy 7050 Rectangles Ex-
truded from 21 inch Diameter Billets at High
Extrusion Temperature
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Figure 9b

™ T I
EXTRUSION RATION 32 *.

- She o
EXTRUSION TEMPERATURF 600 610°F

Macrostructure of Alloy 7050 Rectangles tx-
truded from 21 inch Diameter Billets at Low
Extrusion Temperature
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Figure 9c  Macrostructures of Alloy 7050 Rectangles Ex-
truded from 11 inch Diameter Billets at High
Extrusion Temperature
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Figure 9d Macrostructures of Alloy 7050 Rectangles
Extruded from 11 inch Diameter Billets at
Low Extrusion Temperature
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Figure 11 Notch Tensile - Yield Ratio Versus Yield Strength for 7050 Extrusions
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. S e r
S. NO. 437681-F3 100X KELLER'S ETCH

Figure 12a  Longitudinal Section at the Midplane of a 1.5 X 7.5"
Thick Rectangular Bar 7050 Alloy Extrusion Fabricated
at Extrusion Ratio 32, Extrusion Temp 600°F, With
Second Step Aging of 15 hrs at 325°F

S. NO. 437677-F3 100X KELLER'S ETCH

Figure 12b  Longitudinal Section at the Midplane of a 1.5 X 7.5"
Thick Rectangular Bar 7050 Alloy Extrusion Fabricated
at Extrusion Ratio 9, Extrusion Temp 600°F. With
Second Step Aging of 15 hrs at 325°F
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S. NO. 437686F2 100X KELLERS'S ETCH

Figure 12¢  Longitudinal Section at the Midplane of a 275 X 4.0"
Thick Rectangular Bar 7050 Alloy Extrusion Fabricated at
Extrusion Ratio 32, Extrusion Temp, 775°F, With
Second Step Aging of 24 hrs at 325°F
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S NO. 437683-R4 100X KELLERS' ETCH

Figure 12d  Longitudinal Section at the Midplane ot a 2.75 X
4.0" Thick Rectangular Bar 7050 Alioy Extrusion
Fabricated at Extrusion Ratio 9. Extrusion Temp,
610°F, With a Second Step Aging at 32 hrs at 325°F
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Figure 13a

& o et el B - b ¥ b (PRI PR P X

Grain Structure at Stress-Corrosion Test Specimen
Location in 2.75 inch X 4.0 inch Section Extruded

at Low Temperature
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Figure 13b Grain Structure at Stress-Corrosion Test Specimen
Location in 1.5 inch X 7.5 inch Section Extruded
at Low Temperature
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Figure 14 Grain Structure at Stress-Corrosion Test Specimen
Location in 1.5 inch X 7.5 inch Section Extruded
at High Temperature
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S NO 429206

S.NO 429207

S$.NO 429208

Figure 16 Macroetched Cross Sections of Alloy 7050-T73510
Rectangular Extrusions
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R=2D

Gage Length
- e
" jL_j
[} o1 e d | ——d Ia)
3 dl a2
Reduced Cection
Diameter, in. iage Rggggfg; Diameter,
0.500%0,705 ld1 + 2922 5 g 3-1/8 3/4
g;%gg
0.35740.004 [41 * 5 Fpz| 1.4 2-15/16 17/32
+ a1l + U, UUZ
0.250%0.003 0.001 1.0 1-9/16 3/8
0.002
0.160%0.002 |91 * 37| 0.64 1 15/64
31 + 0.002
0.125%0.001 0.00 0.50 25/32 3/16

Tapered-ceat Cpecimens

™\

~

D1

Stralght Heduced Sectlon

D2

[
e

Diameter, in. Reduced-Section
D1 D2 Length, in,
0.500 *0.003] 3/4 3
0.375 20.003] 9/16 2-1/2
0.250 *0.002] 7/16 1-1/2

Stress-3Strain

Figure 26 Tensile Specimens
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Nominal Diameter(D), [Length(L),
Diameter, in. in,

in,
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(a) Specimen for stress-strain tests
(b) Specimen for autographic tests

Compressive Specimens
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0 in.

o

3-1n. NG

T

Shear Specimen

Figure 27 Compressive and Shear Specimens
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Figure 28 Bearing Specimen
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STRESS. ksi

Figure 29 Typical Stress-Strain and Compressive Tangent-Modulus Curves
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Figure 30 Typical Stress-Strain and Compressive Tangent-Modulus Curves
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Figure 32 Typical Stress-Strain and Compressive Tangent-Modulus Curves
for 7050-T7351X Extruded Shapes

-198-



80 | T ] T | T
onils U LT COMPRESSION
L COMPRESSION
=— L TENSION
LT TENSION
60 = -
S0 = -
E
2 wf -
&
=
w
or -
20 = -
- THICKNESS: 1.8 in. -
CROSS SECTIONAL AREA: 6153 in.?
0 2 4 6 8 10 12

STRAIN, 0.001 in./in. COMPRESSIVE TANGENT-MODULUS, 10° ksi

Figure 33 Average Stress-Strain and Compressive Tangent-Modulus Curves
for 7050-T7351X Extruded Aluminum Alloy C5A Wing Panels

-199-



L__i
|

b o oo

li]
T
I
Fy
L

‘ -.000
d D Dia.+,003" Section AA

0.010" R Max -
(Notch Root Radius)

Proportions

= Thickness
1.1B

2B; Wy = 2.5B
0.1B

2E = 1,108
1.2B

0.5B

!
_:;;
WV

B
A
W
o
30 s
F
H
D

0.050"
0.060"

o {
o - ——— |th=—F -—

L

2"_\ 60°

\> o'un

Figure 34 Compact Fracture Toughness Specimen

-200-

EPESES LIS SRS S S E —Ra -—



suonejualQ uawnoadg ainjoes4 Gg aunbig

-201-



Figure 36 Set-up for Fatigue Precracking of Compact Tension Fracture
Toughness Specimens
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Figure 37 Set-up for Testing Compact Tension Fracture
Toughness Specimens
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Figure 56 Set-up for Fatigue-Crack Propagation Tests in Humid Environment
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Figure 70a 1/8 in. Diameter Tensile Specimen, Various Parts
of the Stressing Frame and Final Stressed
Assembly for Stress Corrosion Tests

Figure 70b Synchronous Loading Device Used to Stress Specimens
Stressed Assembly and One Assembled Finger Tight
Ready for Stressing Are Shown to the Left
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USED FOR SCC TESTS
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MAG 7.5X MAG 100X
S NO. 421137

Figure 76 lllustrates Fracture Surface, Crack Profile
and Intergranular Nature of SCC Growth in
Short Transverse (S-L) DCB Specimens from
a 7050-T7351X Section (Die No. 900102)
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MAG 7.5X MAG 100X
S NO. 421135

Figure 77 lliustrates Fracture Surface, Crack Profile
and Intergranular SCC Growth in Short
Transverse (S-L) DCB Specimens from a 7050-T765tX
Section (Die No. 900102
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Figure 80 SUMMARY OF ACCELERATED SCC TEST RESULTS FOR 1.2 - 5.,0"

THICK ALLOY 7050-T7XXX EXTRUDED SHAPES LESS THAN 43 SQUARE
INCHES IN CROSS SECTION (TEST STRESS - 45 KSI)
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Figure 82

SUMMARY OF EXFOLIATION TEST RESULTS FOR

0.4 - 5.0" THICK ALLOY 7050-T7XXX
EXTRUDED SHAPES
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APPENDIX A

Low Crack Growth Rate Fatigue Propagation Tests

Crack growth data starting at rates of 10-8 to 10-7
in /cycle are presented in Figs. Al - A3. The horizontal scale
for these figures has been expanded; accordingly, differences
and scatter are emphasized. The following expression was used
for stress intensity for these specimens having H/W=0.6:

k=—b_ (2+a/W) [0.886+4.64 (a/W) -13.32(a/W)2+14.72(a/W) 3-5.6 (a/W) 4]
B/W  (1-a/w)3/2

This equation (Ref. 37) is accurate over a greater proportion of
the width than the equation given in Ref. 27, so data was taken
starting at H/W=0.30 instead of 0.35.

Average curves are included in Figs. A-1l and A-2
representing fatigue crack propagation relationships obtained in
P=1/3 tests of l-in. thick specimens from the CS5A wing panels (Figs.
64 and 65). An increase of propagation rates with increase in stress
ratio is shown for the L-T specimens tested in moist air. At low
and high stress intensities, growth rates are equivalent in dry
and moist environments. The results for both the R=0.1 and 0.5
tests of 1/4 in. L-T specimens show substantially less environmental
effects at intermediate stress intensities. For the tests in dry
air, propagation is, surprisingly, indicated to be faster for R=0.1
than for R=1/3 at intermediate stress intensities. Fig. A-4
shows data presented by Wei (Ref. 35 ) concerning the effect of
moisture content on fatigue crack growth in an Al-Cu-Mg alloy and

in Alclad 7075-T6é sheet. It can be seen that the effect of water
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content varies with frequency and stress level hut that the transition
from no effect of water vapor to maximum increase in rate of
propagation at test frequencies of 15 to 50 Hz probably occurs
in the range of 5 to 10% relative humidity. Accordingly, it is
believed that the anomaly of faster dry air propagation at R=0.1
than at R=1/3 probably results from variations in humidity within
this range. It appears that data nbtained in a moist environment
presents the only data for this alloy which would be in the
practical range for aircraft alloys.

For rates above 10-7 in/cycle Fig. A-3 shows good
agreement between rates determined for 1/4-in. and l-in. thick T-L
specimens tested in moist air; the more limited, low growth rate
data for the l-in. thick specimen indicates a somewhat higher
threshold - the stress intensity below which propagation would
not occur. At rates above 12-7 in/cycle, propagation was similar
for the L-T and T-L specimens in moist air, but the T-L specimen
tested in dry air showed a slightly greater environmental advantage.
At R=0.5, a threshold stress intensity of about 1.5 ksi/In. is
indicated for the T-L specimens and about 1.0 ksi/in. for the
L-T specimens. Fig. A-1 supports a threshold of about 2.5 ksi/in.

for the R=0.1 test of L-T specimens.
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APPENDIX B

SCC CRACK GROWTH CURVES
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A0

Alloy DCB Specimens Exposed to 3.5% NaUl Solution

Dropwise, $S421137-2(0),-3(0)

Environmental Crack Growth of Short Transverse 7050-T7351

Figure B3
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Figure B31 Computer Print-Out of Stress Intensities and Crack
Growth Rates at Various Intervals During the Test.
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Figure B32 Computer Print-Qut of Sisess Intensities and Crack
Growth Rates at Various Intervals During the Test.
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Figure B35 Computer Print-Out of Stress Intensities and Crack
Growth Rates at Various Intervals During the Test.

FPYALUATIAN wituugh
STRERS CORRORINN SRACTHRF TOUGHNESS NATA FOR RING LOADED COMPACT SPLCTwR NG

LIV & Tpeps N TuknefY840 PuNUET  FATENST I S12i,10  1,0THCn 5PeC, LOADRD 10s0a=T0
QAMPEL NuppR 9210 SPECLub N clupp B Sl & wen, TH8T wlivare 1Y0F Test 11
APFATVIY THIERNESRE 0,748 19 SPEPTwEa alntTul 1,400 Iw ITNITEAL CRACY LENGTWE 0,799 In TYVE PRLeCPACHS FC
122

BING POIQTANTE A 800 (/10 GAGE CONRIANTY S0, INZIN WhLtg, K8 10200, INTL &1 19480, PSIelN

cn o ey ? cig ) ene. 6 ey [ 1Y P Y FIL? & ALOAYA, OU4

LYy, 1Natewy, eongyy, CRACR [HNGTH Cuary GuNes T RATHE KTp, INT, PACTIM nemiur g

CLE) ULL) (L] Ay, I~ (annty, IN/HK (R3)PBLOIN(173) CGr UIHE,

n teen, n,ot12? 0,780 A,01505en¢ 18030, 0,0000Le00
~e reno, NNt LIS LT) 0,9011Fend 10474, oy 1119¢ 004
(kL) 148, LAGIRR Y] Ny 1Y N 81040000 10803, o, keT )i o0y
192 1480, SO RLY] n,190 N, 38700004 16607, ®0,00V0Fe0Y
% 1457, N0V R0 1,192 A,3712¢e04 10212, [P LIR T )
0 1e8n, L ITRI) N,794 0, 000Fene 1670, 00,105 82 008
194 148, n,e1yve 0,798 LIS LI £Y1] 10097, velvivieg?
ea 148, (I RL T 0,70 0, 110RFene 10878, Gotd19L ety
82 [KLLN NeNt19n n,4n0 n,445Cu04 16918, n,2%00f a0y
(3 1Y KT RN LMCIRE 1Y L LY 0,178 Fane 10908, Dy dantite0y
X Vaes, Ah120 n,404 0,42t08an0 101y, Vet 13000Y
104 1861, 01209 1yno? A, 40700 end 17000, Veedh9Ee0y
Tha 1437, Na012117 [ 1) N,9172Eene 17199, 0,4938800)
") 1eV7, nNa01228 NaM1g L LY T AT ) 17282, (8113 IXY 1]
aun 1428, N,01237 [P IR) A 01050 ene 17324, 0,%0%3Ee09
(L) te2, Ny01240 0,422 LN YR LAY TY 17427, 0,0009000%

1023 1817, 0,N1261 LY 1 a,713)Fe00 17%44, 0,8300800%
tnky 1402, N 1274 Nanldy A, 78810 en¢ 17604, 0,0187¢0%
1189 1ena, CIFLL n,edn n,7921%ene 17797, Gyt

1218 1404, LR LY LI Y] A, 02000 end 174)7, Ggs12000yY
1240 1197 a,01320 4,447 LLILE YT 10046, 0,20890 008
[RI T 140, AMGIE R TN RPCLY ] 0,0000Fend 10206, Gy1vjueeds
1408 1470, Ng11382 ALY S0Fena 1639, 0,11 0%Ee0y
1472 tan, 0,030k LICLY ) 2V ene 10540, 0 83utbe0b
1838 ALY [N2RLLY PICT N, P190F a0 10704, oy ionlteby
1ann [RLLN I KLY L AL A RTAIF N 19087, o0, ¥43uFe00
1604 1347, Net 181N 0,089 0,056)Fen4 190068, 00,1502 008
1120 1309, 0143 nyuun 08,8027 an¢ 19149, o0 21095 ~uY
1192 1N, N 618648 LIRS n,B080UCana 192u4, 0,20 V00m0Y
(L1 T 1322, NgN14%e N 080 A,7740k e 18410, oy JuIYT el
1929 118, 0,0047¢ LT 0,740 eny 19926, LI IRL I T )
1004 1ans, AMITY T 0,009 60,7080 004 19000, o0 J0100e0Y
FLITY 1205, (AR }] 0,906 N, 00TeNend 19724, o0, Jou0be0Y
112 [RLEN 1902 TR 0,0)19Cend 19600, 0,)391L00%
217 1274, neH181A 0,917 0,59090004 19079, o0 )32Ee0Y
2240 1989, n,01817% 0,921 0,90972204 199432, °0,2008fe0Y
104 1anc, fah1926 2,979 6,94720e04 19997, 0,326 008
kA L1 1%, 0,018 0,92% 0,%3)48e04 ode, ol 11000 00Y
t I3 ¥ 1247, [T} M 1,932 6,9V06Can¢ 2008n, LML IR
240 1287, 1,01984 a,938 0,%411Cené 20196, U, 108%¢eys
%480 1229, NeN14%Y 0,996 0,M000Lene 20209, 0,20 10000y
24 114, Na01860 0,94) 0,61¥00e04 20204, Ue897%F0u9
7808 120¢, A 01870 0,947 N,00180end 201732, 0,07700 009
192 119, 008803 N,982 0,774)0e00¢ 20490, Covduiteos
L) 1104, 0,01499 0,987 0,00880404 20042, 0,1212L004
00 179, IIIL] 0,90) 0N,104¥8e0) 20007, 0,1931K004
2944 AL 0N 01nd4 N0 N12)76en) 1604, 0,10078004
yo0ne 1187, neotATs 0,978 AL 1408E00) 21192, 0,22000904
07¢ §y69, 0,01nAs 81 1} A,1529060) 21400, 0y0d03Ee0S

CALCHLATEN BIF RARSD o0
WEASIETY) (A) AFTFR FPRACTHMY 0,920 10002,

ATANRAAD FRIOR 2 1, ,7078 008

Loap ® 0,7901renVe oN 21947eN)Te N WNINPeNSTe0des o4, 199N VT000e N, TNNPFel|T00ds o0, 1N40E0) 4T 00Y
.

enp e N,803050n00 A 12707401 Te @N J00AFaNITOR2¢ 0,2044500ATs0Ve 00,1247 0GT00ds N,1707Fe] IT00Y
.

A a N.700274000 N AI8NFeNETe @O, IN13Fa0ATO020 0,11)050N0Tee)e o0,8714F 01 )T004e 0,0070E0L T7T00Y
.

€PNy 1 = TIvy (g, €L, 2 o LI-AP BVaL, €L, 4 o COP PVAL, €0L, & = CRACK EVAL, FILF o ALNATA,JO¢

293



zotvivoly e 3113

$00100039008°0 *00019020(66°0> *E0LTUCIPTIOL%0 200U I0SHYEL 0" *LUNOHING; %0 o

YA WIVED & ¢ *10D *qead Qud e § °10D *1¥as UVUl & 2 *0 AT TS R B (V5]

*

$00301o39L20°0 *9001(0=22161°0~ ¢(ealg0eT0001°0 200Lpu=30006 0= 12U 11% *uuedpui®y s v

L 4

§901000222LE°0 *000Lp0e0LL9%°U *EOOL20LEFC 0 o200, 0U%9bd01%0 110Nt %Y LU INLOL"D B (U

Sysalyleasgell®ve o
edgalt®n a Owe'l

€59S01I0°L0 B wunud AYLNELS

‘ooti2 [TYRd] 1001 JVed BaLaY (V) UdniSVIm
N USSYe 41S UdLNTID IV

‘ot €0°495690°0 set’0 oZatny

vt On
€0~3,002°0 Zat®o0 *u e
so=3te10% eIV0%e [ 2
90036606 °0e 903 °o ter"0 #310°0 'S
s0°316¢F 0 €0°30e1t°0 [ TS veuluv®v 1Y
$0°2(901°%0~ €0=af¢st’o (Y T8 *0 oy
(103 T T AL €U=29961°0 [T I%¢) ‘v te
90230€0L °ne €0°320261°0 [T Lento®n [ 23
toe30€e2 0 toe30222°0 w0 lenio®y “
foe6E20° 00 €0=avesr 0 LT §6819°% v
00+30000°0 zo=30411°¢ tLL®o *1n10%0 0
°421Q0 w2 (greinteg LTV °(10av) ul (v) “1 San
Seyvniy wOiIV4 *3nl ‘was ILVe wimOud wwW) #1991 wWIved O *taduvyi LETY P
gnotvivalY s 3114 s 10 s W * 10 t ) T ) (R (15
NTeI84 °gegs? 1IN 1iul *o0020t 198°8NT0A0N NEZn] 00006 $JaviSnyd 42%Y Wi ng O0S%0 MLLY1Svi) UNLY
[ 7A]
4 1ud¥N)=lugd 4dAL 8] SGL%°0 OMLONTIT NIVND TVILIN] Nl 006°1 Inlulv nImiJsds vl wet®y I¥SANWI[M] widsay
13 1831 déAlL uadguun 1841 *HOdm [ L nighne agm) s4ay wEElLy ehiuin Fidue$
tel0ed0 a3aqavol *Jaes wdmi 8°1 w1321 solsnNlyd 336904 XY FP I T} Negn9dL o AN

SNINIDIES 1DV4wU) AIAYU'T ONIN dUd VAVU SSIVHINUL IuaniIVad SuiSHR=uD SSniS
L ttuwWin Aullvilees

1591 Yyl Buung SieAIdU) SnOLBA (B SAJRY Ylndae
}IB1) pue SAUSUU| SSANS JO INQ-Wd Jandwe) 9EG nbiy

294



CIVAD WI¥ND = » My el dud = € *N) “Arae dwerl @ ¢ *0) *el AmId = § *"19)

0001012340 E Ve 0100101 gFf (000 dveofiliaspity’ye o
§0020123€066°0° 0004 U=4PEL1"0 *E00LEUeTER 110 020040020t Yy CLEUSSEUZL Ve YU Inun’y s v

C001(0°020L°0> *000160-21000°0 *CO0LE0°LSE L0 *200Llu=109uL°0 3000 3Gena ve CENEILGUIN®Y 8 UU)D
GeOLE1oTNCE9°N  ¢(001N103000[ Ue ¢veigUedGPIl®0 o

§00100030166°0 9004003 98400 ¢(00l20-26C02°0 o200LIuciLoui®0= *100GAFN0E%y  otnedn0ie’0 @ ayOl

tugept?®ov ® gudnd usTuNELE

‘steot *50°0 44030004 84440 (V) U430SVIm
i S 418 daivndled
€0*3160( ‘v~ 1ea’y Couny ot
€0°2€v92°0 oen®o ‘eqel et
€0=2656€°0 e (XTI *ewul 0l
€0=3C0%€"0 [Y1 04 to9i1n*u M LY A
to=atLel’v [ L1 wetly ‘qung e
v=26891°0 ten®0 heLint ‘eort vl
fo=AL 1% eon’n ZeLio®o Ceuni [
20°35599°0 ev(tn’e L)) vy
20=3%ue2°0 (1 T3 I “uwnl vy
$0°36L89°0 ewiln®y ‘rest sy
v0=3200L°0~ uege ‘uvut ne
20°3LC01°0 st CLent re
S0e3912t°0 LYY3 TAgl] ‘iaet 1
90°3€¢01ve et in’o ‘hpunt wl
CU*6E01°0° €Letoty ‘avnt "
00°30000°0 tue 46986 0 (7Y% LAY {11} o
(ts1)ule ‘(1 el *(10uv) ~1 w1 Sun
SuevNIA 208dvd ‘a1 uid JLVE nieGed Vi) “i19n4T »IVA) LTS ‘tadutyl *amld
$100°VIvVOlY & 114 e 10 s 10 | R [V ] [ 2 (TP ] ¢ ‘12) [ T+
NielS4 00022 1Ix 1Nl ®oo20ot 184°807100n ni/nl %0000 BinwLSNrU) 99y 1/l 0060 1480LS ) Dela
1 74}
4 NIVddeAng 24kl n] O0Z8°0 8wni%NdT woved 1VI1LINI Nl 006°1 Suiule ndesdaay 1 osL®n $SEANNIINL v2.42D448
13 1891 2412 wlewin 1841 *w]Aw L =18 CELTIIREEY PY S EE IN gt sy davailin +1davs
9et0eP0 030v01 °*J3es AINL A°T  wl®dz18 NGIgimixd  LInduma (AR IYWE LTINS Hi4nas ¢ ALITE

SNInIdIME LIVEn0D UBIVUT ONIM WU4d YAVU STAWKHINUL 440LDT8 ¢ c9l8uTdu) S¥44L8
I wdunin JULAYUTIEAS

1591 ayl Buung S|eAsdlu] SnOLBA 1B Saley YImos9
¥JB1) pue SINISUAU| SSANS JO INQ-luld Jandwo) 2eg nbi4

295



PVALNATING

Figure B38 (éompum Print-Out of Stress Intensities and Crack

shens®

wih Rates at Various Intervals During the Test.
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Figure B39 Computer Print-Out of Stress Intensities and Crack
Growth Rates at Various Intervals During the Test.
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Figure B40 Computer Print-Out of Stress Intensities and. Crack
Growth Rates at Various Intervals During the Test.
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Figure B41 Computer Print-Out of Stress Intensities and Crack
Growth Rates at Various Intervals During the Test.
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Figure B42 Computer Print-Out of Stress Intensities and Crack
Growth Rates at Various Intervals During the Test.
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APPENDIX C

RESISTANCE TO SCC AND MICROSTRUCTURE

by
B. K. Park

INTRODUCTION

Resistance to stress-corrosion cracking in the short-
transverse direction of commercially established 7XXX extrusions
depends on section geometry as well as on the level of yield
strength obtained by overaging, and alloy 7050 extrusions also
exhibit this phenomenon (Figure C-1l). This effect has in the past
been associated with differences in the shape of the grains as
affected by the shape of the extrusion.’ ® Extrusions which are wide
with respect to their thickness have microstructures consisting of
thin, wide, long grains. Similarly, extrusions which are narrow
with respect to their thickness have microstructures consisting of
grains which are relatively equiaxial when viewed in the direction
of extruding. The extrusions having the wide, thin grains gen-
erally have lower resistance to stress-corrosion cracking in the
short-transverse direction.

The purpose of this part of the investigation was to
examine the microstructures ol three alloy 7050 extrusions having
different shapes and resistances to stress-corrosion cracking to
determine if factors other than grain shape may contribute to the

stress-corrosion characteristics.
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MATERIAL

A C5A wing plank extrusion (section No. ©00102 and
specimen No. 421333), a wing spar (section Mo, 263902 and specimen
No. 442116) and a 1-1/2 in. x 7-1/2 in. rectangle (specimen No.
437682-3) were selected for detailed examinaticn. This selection
provided comparison at equal high yield strengths with different
responses to stress-corrosion testing (rectangle vs spar) and
similar stress-corrosion test performances at different strength
levels (rectangle vs plank). Test performances with a stress
level of 45 ksi are plotted in Figure C-1, and detailed results
are presented in Table C-1.

EXPERIMENTAL

For thin foils for transmission electron microscopy (TEM),
several strips were cut out from areas adjacent to the region where
stress-corrosion cracking (SCC) samples were taken. Since SCC tests
were made on short-transverse specimens and fracture occurred near
the midplane, 3 mm diameter discs were cut out at this location of
the plate by Servomet (spark erosion machine). The discs were
oriented parallel to the fracture plane of the SCC test specimen.,
Then the discs were planed down to roughly 5 mils thickness, also
using Servomet, and then, finally, electropolished using a jet
polishing method. The electrolyte consisting of 25 vol.% nitric
and 75 vol.% methanol was used at -20°F.

The thin foils were examined by a Phillips 301G equipped
with eucentric goniometer stage. The operating voltage of the

microscope was 100 Kv. Dark field as well as bright field mode
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was utilized foxr the TEM examination. Also, samples for light
microscopy were taken from areas adjacent to the TEM strips and
etched by Keller's etch. The degree of recrystallization was
checked by light microscopy at the midplane and near the surface.
In addition to TEM and light microscopy, pinrhole X-ray diffraction
was supplemented to determine the degree of recrystallization.

RESULTS AND DISCUSSION

The typical size and distribution of constituent particles
are shown in Figures C-2a through C-2¢. In the micrographs, one
can see that the constituent particles are broken into small pieces
during fabrication. By comparing three different cross-sections
in the extrusions, it was found that there were no appreciable dif-
ferences in the size and distribution of constituents.

Shown in Figures C-3, C-4, and C-5 are optical micro-
yraphs of the three different extrusion sections after Keller's
etch. The rectangle (S.No. 437682-3) was found to have the lowest
degree of recrystallization, the spar (S.No. 442116) the highest,
and the wing plank (S.No. 421333) in-between. These observations
made by optical microscopy are consistent with the findings made
by X-ray diffraction and by TEM.

Figures C-6a and C-6b represent typical bright field TEM
micrographs of the rectangle. By a proper tilting of the sample,
one can see in Figure C-6a a relatively high density of dislocations
and occasional subgrain boundaries. In Figure C-6b, the sample was
tilted in such a way that particles are in contrast. The size and

distribution of n” phase particles in the alloy are better shown by
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a dark field micrograph using a reflection of n”° (Figure C-6¢c). It
can be seen that there are two size ranges of n” particles ap-
parently caused by a two-step aging practice. This partially re-
crystallized (recrystallization just started) structure present

in the rectangle will be compared with those in other sections.

Figure C-7a shows a bright field TEM micrograph and
Figure C-7b a dark field micrograph of the wing spar. The density
of dislocation was lower and subgrains were less frequent compared
to the rectangle. This confirms the X-ray and optical microscopy re-
sults and indicates that compared to the rectangle, the spar, which has
a lower SCC resistance, has a higher deyree of recrystallizaticn.

As can be seen in Figures C-6c and C-7b, the size of n° particles is
slightly smaller in the spar section. The degree of recrystalliza-
tion in the wing plank was between that of the spar and the
rectangle.

Scanning electron micrographs of failed SCC test specimens
revealed that the environment-affected area was highly corroded and
consisted mainly of intergranular fracture. As expected, ductile
dimples were observed in the tensile overload region. Depending on
the time to failure, the severity of corrosion varied from sample
to sample. In general, not much information was obtained from the
fracture surface. A typical, low magnification SEM micrograph is
shown in Figure C-8.

SUMMARY AND CONCLUSIONS

It may be most logical tc compare the rectangle to the

wing spar hecause the two sections had the same yield strength.
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Under the applied stress of 45 ksi, therefore, the same ratio of
applied stress to Y.S. was obtained. From X-ray, TEM, and light
microscopy, the rectangle nad the lowest degree of recrystalliza-
tion and the spar the highest. Also, from the TEM micrographs,

the precipitate particles were slightly larger in the rectangle
section compared to the spar. Therefore, the higher SCC resistance
observed in the rectangle correlates with a combination of lower
degree of recrystallization and slightly coarser n” particles in
the matrix (and possibly also coarser n“ or n particles along
subgrains and grain boundaries). Examination of many more samples,
not within the sccope of this investigation, must be made, however,
before a cause and effect relationship can be attributed to this

correlation.
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Figure C-2 = Optical Micrographs of 7050 Extrusions.
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(a) Longitudinal Section Near Surface
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Figure C-3 - Optical Micrographs of Rectangle, S.No. 437682-3,
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Figure C-4 - Optical Micrographs of Wing Plank, S.No. 421333,
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(a) Longitudinal Section Near Surface
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Figure C-5 - Optical Micrographs of Spar, S.No. 442116.
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(c) Dark Field

36,000X

Figure C-6 - Transmission Electron Micrographs of Rectangle,
S.No. 437682-3.
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(b) Dark Field
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Figure C-7 - Transmission Electron Micrographs of Spar,
S.No. 442116.
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Figure C~-8 - Scanning Electron Micrograph Showing the Fracture
Surface of Rectangle, S.No. 437682.
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APPENDIX D

EFFECTS OF SECTION GEOMETRY AND FABRICATION ON
NOTCH TENSILE STRENGTH-YIELD STRENGTH RATIO

by
R. R. Sawtell

PROCEDURE

Review of the data indicated that notch toughness of
extrusions fabricated in this work depended on extrusion tempera-
ture, extrusion ratio, yield strength, test specimen location, and
section shape. In an effort to define these effects quantitatively,
the notch tensile strength/yield strength ratios (NTS/YS) of these
extrusions were analyzed statistically using multivariate re-
gression analysis. The model constructed for this purpose
included both first-order main effects and two-factor interactions.
All variables listed above were included. Consequently, the model

was of the following form:

NTS/YS = Bo+By(X])+By (X5)+By(X3)+By (Xy)+Bs(Xg)+EL Bij (Xi,Xj) j=1,5; i=1,5 (1)
where: X; = specimen location,

X, = aspect ratio,

X3 = extrusion ratio,

X, = extrusion temperature,

X5 = yield strength.

To reduce the artificial correlations, simple and multiple,

that are frequently generated in constructing second-order terms,
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(interactions, etc.), the five independent variables were scaled to
a maximum of +1 and a minimum of -1. Under these conditions, the
value of the intercept represents the NTS/YS that would be pre-
dicted if all independent variables were held at their mean values.
As an added benefit, the coefficients rendered in the regression
represent fully normalized estimates of the individual main effects
and interactions. Thus, the confusing effects of the absolute
magnitudes of the independent variables are eliminated and direct
comparison of the numerical values of the coefficients yield their
respective relative influences. Further, each of the coefficients
represents the magnitude and direction of change that would be
expected to be produced in NTS/YS when the variable of interest is
changed from its mean value to its maximum,

The interactive effects are more complicated, but can
always be resolved by determining the product of the values of
the two independent variables in question. The numerical value
of the interaction coefficients indicates the effects of raising
each of two independent variables to their maximum or minimum
simultaneously (1xl = 1 or -1lx-1 = 1).
RESULTS

The results of the regressions are detailed in Tables D-1
through D-3 for the longitudinal, long-transverse, and short-trans-
verse testing orientations, respectively. Very high F-ratios and
R? values were recorded for each of the three regressions which
indicates that a very large percentage of the variation in NTS/YS

was accounted for by the model. The regression coefficients,
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B(I), for main effects and interactions that were determined to be
statistically significant at the 95% confidence interval based on
a t-test are listed in Tables D-1 through D-3.

The R(I)? values, a measure of the degree of multiple
correlation between independent variables, are also presented in
these tables. High multiple correlations produce unrealistic and
unstable regression coefficients because a givan level of response
can be produced in a variety of ways. Although ideally R(I)?
should be zero, the values listed in Tables D-1 through D-3 are
considered to be acceptably small.

The relative influence values, also given in these tables,
indicate the percentage of total variation in NTS/YS that each
independent variable is capable of producing. These values do not
sum to 100% because of the non-zero R(I)2. 1In the case of non-zero
R(I)?, the model can accommodate a given level of variation in
NTS/YS through variations in two or more independent variables.
Hence, a certain level of influence is counted more than once.

As nentioned previously, the regression coefficients
derived in this analysis represent normalized estimates of the
relative effects of each factor and thus are useful for comparison.
Consequently, the statistically significant coefficients have
been plotted in bar-graph form and are shown in Figures D-1 through
D-3 for the longitudinal, long-transverse, and short-transverse
directions, respectively.

Longitudinal

A total of eight factors were found to have a statisti-

cally significant effect on longitudinal NTS/YS: the five main
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effects and three interactions. The statistically significant
interactions were location-yield, aspect ratio-yield, and
extrusion temperature-yield. The effects of yield strcngth
greatly outweighed all, but 2ach of these eight factors produced
statistically significant changes in NTS/YS as shown in Figure D-1.
Further, even though tihe other seven factors probably do affect

notch toughness, these effects are not practically significant.

37
Ic’

level from the lowest to the highest examined represents at most

(Based on correlations between NTS/YS and K a change in the

a 0.5 ksi’In. change in K Because these effects are not

Ic')
important commercially, NTS/YS in the longitudinal direction can
be described simply as a function of yield strength. This simpli-

fication yields a model of the form:
NTS/YS = 2,071 - 0.008584(YS), (2)

where NTS/YS decreases with increasing yield strength. This effect
is illustrated in Figure D-4 where NTS/YS is plotted versus yield
strength. Both the actual data points and predictions based on

(2) are shown. In support of the contention that other factors did
not significantly affect toughness in this direction, the data are
compressed about the line illustrating the effects of yield strength.

Long-Transverse

A total of nine factors were found to have a statistically
significant effect on long-transverse NTS/YS. These include the
five main effects and the specimen location-aspect ratio, aspect

ratio-extrusion ratio, aspect ratio-yield strength, and extrusion
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ratio~yield strength interactions. Not all of these effects are
considered to be practically significant. As shown in Figure D-2,
aspect ratio and yield strength produce the larcest effects. These
main effects and the aspect ratio-yield strength and extrusion
ratio-yield strength interaction were considered to be practically
significant. Consequently, effects of aspect ratio, yield strength,
and extrusion ratio adequately describe the NTS/YS in the long-
transverse direction. 1In this case, a model of the following form

results:

NTS/YS = 2.5490 + 0.02441 (AR) + 0.01469(ER) - 0.02212(YS)
+ 0.0005188(AR) (YS) + 0.00046819(AR) (ER)
- 0.00020148(ER) (YS), (3)

where NTS/YS decreases with increasing yield strength and increases
with increasing aspect ratio or extrusion ratio. Aspect ratio has

a moderate effect at low yield strengths, but at high yield strengths,
it has the largest effect of any fabricating variable. 1In contrast,
extrusion ratio had the largest effect at low yield strengths,

These effects are illustrated in Figure D-5 where NTS is plotted
versus yield strength for the long-transverse direction. Both
actual data and predictions for high and low aspect ratios and

high and low extrusion ratios are shown. The predictions are
complex and reflect the interactions between variables. Extrusions
fabricated using the high extrusion ratio (32) and the high aspect
ratio (5) generally developed the best combinations of notch toughness

and strength in the long-transverse direction. However, at very

319

ot



high strengths (above 77 ksi) which are ahove the maximum acceptable
strengths dictated by corrosion considerations, high aspect ratio
extrusions fabricated using low extrusion ratios exhihited the

best notch toughness.

Short-Transverse

In the short-transverse direction, nine factors were found
to have a statistically siynificant effect on NTS/YS. These in-
clude the five main effects and the location-extrusion cemperature,
aspect ratio-extrusion ratio, aspect ratio-extrusion temperature,
and extrusion ratio-yield strength interactions. The effects of
extrusion ratio, extrusion temperature, yield stiength, and the
extrusion ratio-yield strength interaction were considered to be
practically significant. Specimen location was discounted for the
model, not because of its magnitude, but because it is not a
controllable parameter. These conditions yield a model of the

following form:

NTS/YS = 2.6006 + 0.02491(ER) + 0.000294545 (ET)
- 0.0267175(YS) - 0.00029988 (ER) (YS), (4)

where NTS/YS is increased by increasing extrusion ratio or extru-
sion temperature, and decreased by increasing yield strength.
Extrusion ratio had a large effect at high yield strength, but a
much smaller effect at lower yield strength. These effects are
illustrated graphically in Figure D-6 where notch toughness is
plotted versus yield strength. Both actual data and predictions

for high and low extrusion ratio and high and low extrusion
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temperature are shown. Sections extruded using high ratios and
high temperatures developed the best combinations of toughness
and strength in the short-transverse direction.
SUMMARY

The notch tensile strength and yield strength data for
alloy 7050 extrusions fabricated under a variety of conditions have
been analyzed using multiple regression techniques. Specifically,
this analysis yielded effects of specimen location along the length
of the extrusion (front to rear), section aspect ratio (width &
thickness), extrusion ratio, extrusion temperature, and yield
strength on notch tensile strength/yield strength ratios in the
longitudinal, long-transverse, and short-transverse directions.

All of these factors were found to have a statistically
significant influenca on NTS/YS, although not all were considered
to be practically significant in every test direction. Increasing
either aspect ratio, extrusion ratio, or extrusion temperature
increased NTS/YS, while increasing yield strencth decreased it.
The rear of the extrusion generally developed higher notch tough-
ness. The highest average notch toughness was developed in the
longitudinal direction and the lowest in the short-transverse
direction. The effect of yield strength, specimen location, ex-
trusion ratio and extrusion temperature were greatest in the
short-transverse direction while aspect ratio had its largest
effect in the long-transverse direction. Only yield strength had
a commercially significant effect on notch toughness in the longi-

tudinal direction.
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Interactions between independent variables were also
responsible for practically significant differences in NTS/YS.
These interactions generally involved yield strength and, hence,
reflect variations in the inverse dependence of NTS/YS on yield
strength. The largest interaction occurred in the lonc-transverse
direction between aspect ratio and yield strength and was positive,
i.e., effect of aspect ratio was greatest at high yield strengths.
Smaller but practically signif- ~ant negative interactions also
occurred between extrusion ratio and yield strength in the long-
transverse and short-transverse directions; effect of extrusion
ratio was greatest at low yield strengths.

From this analysis, the optimum combination of NTS/YS
and yield strength is predicted to be developed at the rear of
high aspect ratio sections fabricated using high extrusion ratios

and high temperatures.
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Figure D-1 - Illustrates relative effects of variants on longitudinal notch toughness.
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Figure D-2 - Illustrates relative effects of variants on long-transverse notch toughness.
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Figure D-3 - Illustrates relative effects of variants on short-transverse notch tcughness.
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